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Nikken Kosakusho Europe, Ltd

Nikken Kosakusho Europe are leading suppliers
of elite precision engineering products.

Located at the Euro Centre, a 26, 000 sq ft facility
in South Yorkshire, Nikken Europe operate in high
value manufacturing environments such as
aerospace, medical, motor sport, power engineering,
oil and gas as well as the mould tool and die
sectors and are the number one choice in the world
for precision manufacturers, Original Equipment
Manufacturers (OEMs) and Tier One suppliers. 

Nikken’s market leading solutions include:
• Performance CNC Rotary Tables
• High Accuracy NC Tooling Solutions
• Tool Presetters
• Spindle Optimisation Solutions

Nikken’s extensive range of products combined with
technical and application support, after sales service
and training come together to deliver a first class,
end-to-end product and service experience that
allows our customers the opportunity to successfully
compete in the global marketplace. 

almost 1,000 highly trained staff and has earned, and
maintains, a reputation second to none for producing
quality products and demonstrating total
commitment to its customers.

Nikken Kosakusho Europe are continually striving to
improve technology through research and
development, innovation and industry knowledge to
ensure that our customers can compete and win in
their demanding market sectors.

Our History
Incorporated in 1989, Nikken Kosakusho Europe
Limited is a subsidiary of Nikken Kosakusho Works
Limited Japan with principle activities that include
importing and distribution of the complete Nikken
product range.

Nikken annually produces more than a million high
precision products, has offices in more than twenty
countries, are the largest supplier of CNC Rotary
Tables in the world, employs a global workforce of

IN 70 COUNTRIESFOR 56 YEARS
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Our Future
Phase I
Investing in our reputation as market leaders for
quality and innovation, Nikken are building the
Nikken European Advanced Manufacturing Research
and Development Facility. This new, purpose 
built building will further allow for the strategic
development of high precision toolholders,
inspection and workholding ranges specifically
created for use in the manufacture of high value
parts as well as showcasing the latest products from
Nikken and our global partners.

Located at the prestigious Advanced Manufacturing
Park (AMP) in Sheffield South Yorkshire, the new
facility will see Nikken working in partnership
together with the AMRC, Nuclear AMRC, Local,
European and Global manufacturers and suppliers
to the Aerospace, Automotive, Medical, Energy,
Defence and Motorsport industries, working together
to deliver innovative, cost effective solutions for the
world’s leading engineering organisations.

FOR 25,000 COMPANIESWITH 15,000 PRODUCTS

www.nikken-world.com
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Slim Chucks

Features
Effective:
Compact body design allows excellent access and clearance
around the work piece.

Versatile:
Suitable for most applications - milling, drilling, reaming and
rigid tapping.

Flexible:
Available to suit numerous spindle types with capacities from
0.7mm to 25.4mm diameters.

Accurate:
More than double the accuracy of ER Collet Chucks and
drastically improved repeatability.

Extremely precise:
5µm @ 4 x D run-out guaranteed for standard collet (3µm with
precision ‘A’ type collet).

8º versus 16º collet taper:
Twice the gripping power from lower tightening torque than ER
Collet Chucks.

Extremely Successful:
Over 1 million SK Chucks and 15 million SK collets sold globally.

The threads of both holder and nut
are precision ground which allows
better contact, accurate and strong
collet compression and improves
collet alignment.

Fine adjustment back up screw
(option) with integrated chamfered
nylon tip creates additional seal for
70 Bar coolant through applications.

Collet face is flush with front surface
of nut maximising gripping rigidity.

Nut with exclusive TiN bearing -
Extremely hard and smooth surface
allows for increased thrust load on
the collet while preventing the
additional run-out normally
associated with collet twisting.

Threads are protected to prevent chip
packing ingress inside the collet chuck.

4



Titanium Nitrided Bearing Nut
• Simple reliable design - more

efficient than conventional ball
bearing built-in nut.

• Good sliding effect due to surface
hardness of HV2,200 and TiN coating.

• No damage, no friction.

• No corrosion occurs internally.

• Reduced micro vibration with
collet flange contact.

• Increase cutting performance with
improved tool life and durability.

• Greater cutting rigidity.

Ground taper surface for
accurate perpendicular contact
between pull stud and taper.

Guaranteed AT3 or better 7/24
taper shank (also available for
Nikken NBT – Dual Contact).

High pressure, 70 Bar, fine
thread coolant back up
screw (option).

Increased gripping power
• The smaller the taper angle, the

better the concentricity achieved.

• Steep 8° collet is seated deeper
within the body of the holder,
providing double the clamping
force and twice the precision of
traditional 16° ER collets.

www.nikken-world.com
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Slim Chucks

Direct comparison

Nikken Slim Chuck Collet Flat Shoulder Pushing

SK Collet

A

B

C

D

A

B

C

D

Standard ER Collet Taper Shoulder Pushing

A

B

C

D

Nikken Slim Chucks can be used for all applications, from drilling and milling through to reaming and tapping.

Standard collets can be used for coolant through applications (with optional exclusive Nikken Jetter system or
coolant back-up screws).

Slim and compact design allows
better component clearance.

Standard collet
can be used for
High Pressure
Coolant Systems.Clamping force is applied

perpendicular to centreline of
tool holder for increased
gripping.

Deeper collet position
provides greater accuracy.

Rigid body is flush with nut
to maintain rigidity and
reliability.

A

B

C

D

Thicker collets = Increased
diameter with larger nut and
body design.

Clamping force can be
angular or offset from
centreline of tool holder.

Shallow position contributes
to collet rocking.

Body diameter is smaller
than nut compromising
rigidity.

Simple and Rigid nut
design (Simple is
Best!).

• High accuracy due
to square shoulder
pushing.

• High gripping
torque from 8°
taper.

Complicated Nut
Balancing which can
vary during High
Speed Rotation.

Special additional
collet is required for
High Pressure Coolant
Systems.

• Unstable run-out
caused by tapered
collet face.

• Poor gripping
torque of 12°, 16°
taper.
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Superior SK Coolant System
Our Slim Chuck collet is unique and high-pressure coolant ready which means no compromise
in performance and higher accuracy and gripping torque is maintained as standard.

When the optional Jet Coolant Nut is
paired with its corresponding Slotted
Jetter Disk, coolant is directed around
the cutting edge of the cutting tool.
This makes this combination ideal for
non-coolant thru tools. The jet coolant
pressure supplied through the disk
creates a tornado effect - ensuring
efficient swarf dispersal.

SK Coolant Thru Options Slotted Disc:1

When the optional Jet Coolant Nut is paired with the
sealed Coolant-Thru Jetter Disk, a perfect seal is formed
around the cutting tool shank. The ideal combination for
coolant-thru type tools and applications.

Coolant-Thru Disc:

• Oil hole drill or end mill for thru
tool coolant applications.

• Tap or specially designed cutting
tools.

• Burnishing drill for formed hole.

• Cutting tool with coolant grooves.

• Coolant thru reamers.

• Mechanical seal prevents dust and
swarf from entering inside the
collet slots.

Applications for
Nikken SK J Type Nut:

2

2

3

1

3

www.nikken-world.com
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Slim Chuck SK
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Fig 1 Fig 2 Fig 3

Photo: SK10 type
Notes: When SK ‘J’ type nut is used, the total chuck length will be extended by 6mm

BT30 -SK6 -60 0.7~6.0 33 33 19.5 19.5 21~35 SKG- 8 0.7 1
BT30 -SK6 -90 0.7~6.0 56 65 19.5 32 21~35 SKG- 8 0.7 2
BT30 -SK6 -120 0.7~6.0 62 95 19.5 32 21~35 SKG- 8 0.8 2
BT30 -SK10 -45 1.75~10.0 22 22 27.5 27.5 30~50 SKG-12S 0.8 1
BT30 -SK10 -60 1.75~10.0 35 35 27.5 27.5 30~50 SKG-12L 0.9 1
BT30 -SK10 -75 1.75~10.0 50 50 27.5 27.5 30~50 SKG-12L 1.0 1
BT30 -SK10 -90 1.75~10.0 65 65 27.5 27.5 30~50 SKG-12L 1.0 1
BT30 -SK10 -120 1.75~10.0 95 95 27.5 27.5 30~50 SKG-12L 1.1 1
BT30 -SK16 -60 2.75~16.0 37 37 40 40 45~60 SKG-12L 1.1 1
BT30 -SK16 -75 2.75~16.0 52 52 40 40 45~65 SKG-12L 1.2 1
BT30 -SK16 -90 2.75~16.0 67 67 40 40 45~65 SKG-12 1.2 1
BT30 -SK16 -120 2.75~16.0 97 97 40 40 40~70 SKG-18L 1.3 1
BT30 -SK20 -60 3.5~20.0 37 37 48.5 48.5 65~70 SKG-12S 0.7 1
BT30 -SK20 -75 3.5~20.0 52 52 48.5 48.5 70~75 SKG-12L 0.9 1
BT30 -SK20 -90 3.5~20.0 67 67 48.5 48.5 65~75 SKG-12 1.2 1
BT30 -SK25 -90 7.5~25.4 67 67 55 55 55~75 SKG-12 1.5 1

Taper Size Length D ℓ ℓ1 C C1 H G No. Kg Fig

BT40 -SK6 -60 0.7~6.0 30 30 19.5 19.5 21~35 SKG- 8 1.0 1
BT40 -SK6 -90 0.7~6.0 51 60 19.5 32 21~35 SKG- 8 1.1 2
BT40 -SK6 -120 0.7~6.0 60 90 19.5 32 21~35 SKG- 8 1.4 2
BT40 -SK6 -150 0.7~6.0 60 120 19.5 25 21~35 SKG- 8 1.5 3
BT40 -SK10 -60 1.75~10.0 32 32 27.5 27.5 30~50 SKG-12L 1.1 1
BT40 -SK10 -75 1.75~10.0 45 45 27.5 27.5 30~50 SKG-12L 1.2 1
BT40 -SK10 -90 1.75~10.0 48 60 27.5 40 30~50 SKG-12L 1.2 2
BT40 -SK10 -120 1.75~10.0 73 90 27.5 40 30~50 SKG-12L 1.4 2
BT40 -SK10 -150 1.75~10.0 73 118 27.5 34.5 30~50 SKG-12L 1.6 3
BT40 -SK10 -180 1.75~10.0 73 148 27.5 39 30~50 SKG-12L 1.6 3
BT40 -SK10 -200 1.75~10.0 73 168 27.5 39 30~50 SKG-12L 1.8 3
BT40 -SK10 -250 1.75~10.0 73 218 27.5 39 30~50 SKG-12L 2.1 3
BT40 -SK16 -60 2.75~16.0 32 32 40 40 50~65 SKG-18S 1.3 1
BT40 -SK16 -75 2.75~16.0 43 43 40 40 40~67 SKG-18L 1.4 1
BT40 -SK16 -90 2.75~16.0 58 58 40 40 40~70 SKG-18L 1.5 1
BT40 -SK16 -120 2.75~16.0 88 88 40 40 40~70 SKG-18L 1.7 1
BT40 -SK16 -150 2.75~16.0 118 118 40 40 40~70 SKG-18L 1.9 1
BT40 -SK16 -180 2.75~16.0 148 148 40 40 40~70 SKG-18L 2.0 1
BT40 -SK16 -200 2.75~16.0 168 168 40 40 40~70 SKG-18L 2.2 1
BT40 -SK16 -250 2.75~16.0 218 218 40 40 40~70 SKG-18L 2.7 1
BT40 -SK20 -60 3.5~20.0 32 32 48.5 48.5 47~60 SKG-22 1.3 1
BT40 -SK20 -75 3.5~20.0 45 45 48.5 48.5 47~70 SKG-22 1.4 1
BT40 -SK20 -90 3.5~20.0 60 60 48.5 48.5 47~80 SKG-22 1.6 1
BT40 -SK20 -120 3.5~20.0 90 90 48.5 48.5 47~80 SKG-22 2.0 1
BT40 -SK25 -75 7.5~25.4 47 47 55 55 55~75 SKG-12 1.7 1
BT40 -SK25 -90 7.5~25.4 61 61 55 55 55~75 SKG-28 1.8 1
BT40 -SK25 -120 7.5~25.4 91 91 55 55 55~85 SKG-28 2.0 1
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BT50 -SK6 -105 0.7~6.0 55 64 19.5 32 21~35 SKG-8 3.8 2
BT50 -SK6 -135 0.7~6.0 60 92 19.5 32 21~35 SKG-8 3.9 2
BT50 -SK6 -165 0.7~6.0 60 114 19.5 32 21~35 SKG-8 4.0 2
BT50 -SK6 -200 0.7~6.0 60 151 19.5 30 21~35 SKG-8 4.2 3
BT50 -SK10 -105 1.75~10.0 57 57 27.5 27.5 30~50 SKG-12L 4.2 1
BT50 -SK10 -135 1.75~10.0 70 92 27.5 32 30~50 SKG-12L 4.4 2
BT50 -SK10 -165 1.75~10.0 75 114 27.5 32 30~50 SKG-12L 4.6 2
BT50 -SK10 -200 1.75~10.0 75 151 27.5 36 30~50 SKG-12L 4.8 3
BT50 -SK10 -225 1.75~10.0 75 178 27.5 40 30~50 SKG-12L 5.0 3
BT50 -SK10 -250 1.75~10.0 75 203 27.5 40 30~50 SKG-12L 5.2 3
BT50 -SK10 -300 1.75~10.0 75 253 27.5 60 30~50 SKG-12L 5.6 3
BT50 -SK16 -105 2.75~16.0 62 62 40 40 40~70 SKG-18L 4.7 1
BT50 -SK16 -135 2.75~16.0 92 92 40 40 40~70 SKG-18L 4.9 1
BT50 -SK16 -165 2.75~16.0 90 122 40 50 40~70 SKG-18L 5.1 2
BT50 -SK16 -200 2.75~16.0 90 157 40 52 40~70 SKG-18L 5.5 3
BT50 -SK16 -250 2.75~16.0 90 207 40 52 40~70 SKG-18L 6.0 3
BT50 -SK16 -300 2.75~16.0 90 257 40 60 40~70 SKG-18L 6.5 3
BT50 -SK20 -105 3.5~20.0 62 62 48.5 48.5 47~80 SKG-22 4.3 1
BT50 -SK20 -135 3.5~20.0 92 92 48.5 48.5 47~80 SKG-22 4.6 1
BT50 -SK20 -165 3.5~20.0 122 122 48.5 48.5 47~80 SKG-22 5.0 1
BT50 -SK20 -200 3.5~20.0 157 157 48.5 48.5 47~80 SKG-22 5.4 1
BT50 -SK20 -250 3.5~20.0 207 207 48.5 48.5 47~80 SKG-22 6.1 1
BT50 -SK20 -300 3.5~20.0 257 257 48.5 48.5 47~80 SKG-22 6.8 1
BT50 -SK25 -105 7.5~25.4 62 62 55 55 50~85 SKG-28 5.2 1
BT50 -SK25 -135 7.5~25.4 92 92 55 55 50~85 SKG-28 5.4 1
BT50 -SK25 -165 7.5~25.4 122 122 55 55 50~85 SKG-28 5.6 1
BT50 -SK25 -200 7.5~25.4 157 157 55 55 50~85 SKG-28 6.0 1
BT50 -SK25 -250 7.5~25.4 207 207 55 55 50~85 SKG-28 6.7 1
BT50 -SK25 -300 7.5~25.4 257 257 55 55 50~85 SKG-28 7.4 1

www.nikken-world.com

Notes: BT15BR is the solid tool integrated with pull stud for BROTHER.
BT15HW is the solid tool integrated with pull stud for HOWA.
BT20P and BT25M are the solid tools with integrated with pull stud without drive key
groove for MAKINO SEIKI. e.g. BT20P-SK10-40S, BT25M-SK16-70
S20T is the short taper tool for SUGINO

Photo: SK16 type
Notes: When SK ‘J’ type nut is used, the total chuck length will be extended by 6mm

Collet, adjust screw (G No.) and spanner are available as an option. The Code No. of the
spanner is SK6 (C= 18): SKL-6, SK6 (C= 19.5): SKL-6W, SK10: SKL-10, SK16: 9HC16, 
SK20: 9HC22, SK25: 9HC25
P.14, P.15 for High Speed Slim Chuck (40,000min-1)
All Slim Chucks can be used for Centre Through Coolant type. 
P.13 for Centre Through Coolant Adjust Screw. P.240 for Centre Through Pull Stud.
For High Pressure (MAX.7MPa) Centre Through Coolant type add ‘C’ - SK25C. 
For Flange Through Coolant type add ‘F’ - SK25F
BT40-SK10-200, 250 BT50-SK10-250, 300, SK16-200, 250 -SK16-250, 300 are also available
as semi-standard.

Taper Size Length D ℓ ℓ1 C C1 H G No. Kg Fig

Taper Size Length D ℓ ℓ1 C C1 H G No. Kg Fig

High Speed Rotation. High Accuracy.

BT15 Shank
BT15BR -SK6 -40 0.7~6.0 26 26 19.5 19.5 21~30 SKG-6 0.10 1
BT15BR -SK6 -55 0.7~6.0 39 39 19.5 19.5 21~35 SKG-8 0.14 1
BT15BR -SK6 -65 0.7~6.0 49 49 19.5 19.5 21~35 SKG-8 0.15 1
BT15BR -SK10 -40 1.75~10.0 26 26 27.5 27.5 30~37 SKG-6L 0.14 1
BT15BR -SK10 -55 1.75~10.0 41 41 27.5 27.5 35~45 SKG-6L 0.20 1
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Slim Chuck Collet SK

8゜

Fig 1

Notes: ‘A’ type SK collet (for End Mill Shank) are indicated
in blue, as shown: 
The acceptable shank tolerance is h8. Code no. is
e.g. SK10-10A
‘P’ class SK collet (for drill) are available for all
series, e.g. SK10-10P

Collet removal (SKR-6) is supplied as
standard only for SK6. SKR-10, SKR-16 and
SKR-25 are available as an option. Collet
removal is not necessary for the new types
of collet (SK10 to SK25 collet).

It guarantees the run-out accuracy within 3 micron at the nose (4D) from the
chuck. Additionally Collet Set is also available.

SK Collet A Type
SK6 3A, 3.175A, 4A, 5A, 6A

SK10 3A, 3.175A, 4A, 5A, 6A, 8A, 10A
SK16 3A, 4A, 5A, 6A, 8A, 10A, 12A, 16A
SK20 4A, 5A, 6A, 8A, 10A, 12A, 16A, 20A
SK25 8A, 10A, 12A, 16A, 20A, 25A

‘A’ type SK collet for endmill‘P’ class SK collet for drill
The acceptable shank tolerance is h8.

0.8 0.7~0.8
1 0.9~1.0

1.25 1.15~1.25
1.5 1.3~1.5

1.75 1.55~1.75
2 1.8~2.0

2.25 2.05~2.25
2.5 2.3~2.5

2.75 2.55~2.75
3 2.8~3.0

3.5 3.0~3.5
4 3.5~4.0

4.5 4.0~4.5
5 4.5~5.0

5.5 5.0~5.5
6 5.5~6.0

2 1.75~2.0
2.25 2.0~2.25

2.5 2.25~2.5
2.75 2.5~2.75

3 2.75~3.0
3.5 3.0~3.5

4 3.5~4.0
4.5 4.0~4.5

5 4.5~5.0
5.5 5.0~5.5

6 5.5~6.0
6.5 6.0~6.5

7 6.5~7.0
7.5 7.0~7.5

8 7.5~8.0
8.5 8.0~8.5

9 8.5~9.0
9.5 9.0~9.5
10 9.5~10.0

SK6

Code Chucking
D

SK10

Code Chucking
D

3 2.75~3.0
3.5 3.0~3.5

4 3.5~4.0
4.5 4.0~4.5

5 4.5~5.0
5.5 5.0~5.5

6 5.5~6.0
6.5 6.0~6.5

7 6.5~7.0
7.5 7.0~7.5

8 7.5~8.0
8.5 8.0~8.5

9 8.5~9.0
9.5 9.0~9.5
10 9.5~10.0

10.5 10.0~10.5
11 10.5~11.0

11.5 11.0~11.5
12 11.5~12.0

12.5 12.0~12.5
13 12.5~13.0

13.5 13.0~13.5
14 13.5~14.0

14.5 14.0~14.5
15 14.5~15.0

15.5 15.0~15.5
16 15.5~16.0

SK16

Code Chucking
D

4 3.5~4.0
4.5 4.0~4.5

5 4.5~5.0
5.5 5.0~5.5

6 5.5~6.0
6.5 6.0~6.5

7 6.5~7.0
7.5 7.0~7.5

8 7.5~8.0
8.5 8.0~8.5

9 8.5~9.0
9.5 9.0~9.5
10 9.5~10.0

10.5 10.0~10.5
11 10.5~11.0

11.5 11.0~11.5
12 11.5~12.0

12.5 12.0~12.5
13 12.5~13.0

13.5 13.0~13.5
14 13.5~14.0

14.5 14.0~14.5
15 14.5~15.0

15.5 15.0~15.5
16 15.5~16.0

16.5 16.0~16.5
17 16.5~17.0

17.5 17.0~17.5
18 17.5~18.0

18.5 18.0~18.5
19 18.5~19.0

19.5 19.0~19.5
20 19.5~20.0

8 7.5~8.0
10 9.5~10.0
12 11.5~12.0
16 15.5~16.0

16.5 16.0~16.5
17 16.5~17.0

17.5 17.0~17.5
18 17.5~18.0

18.5 18.0~18.5
19 18.5~19.0

19.5 19.0~19.5
20 19.5~20.0

20.5 20.0~20.5
21 20.5~21.0

21.5 21.0~21.5
22 21.5~22.0

22.5 22.0~22.5
23 22.5~23.0

23.5 23.0~23.5
24 23.5~24.0

24.5 24.0~24.5
25 24.5~25.0

25.4 25.0~25.4

SK20

Code Chucking
D

SK25

Code Chucking
D

4
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TiN Bearing Nut for Slim Chuck

Style Nut J type Nut C-Spanner

SK Standard Nut (for C-Spanner)

Style Nut J type Nut GH Handle

SK-P Nut for High Speed (for GH Handle)

Style Nut J type Nut C-Spanner

SKT/MDSK Nut (for C-Spanner)

Style Nut J type Nut GH Handle

SKT/MDSK Nut  (for GH Handle)

Standard

Optional 
Cap

J Type 
Nut

GH Handle

Standard

Optional 
Cap

J Type 
Nut

Notes:

To keep run-out accuracy
high, you are
recommended to change
nuts periodically when
slim chuck is used very
frequently.

Further explanation for J
Type Nut and J Type Cap
shown on page 16.

Nut of SK-P for GH handle
and Nut of SKT/MDSK are
same for SK10 and SK 20.
Nut of SK-P for GH handle
and Nut of SKT/MDSK are
different for SK6, SK16 and
SK25.
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SK6(Ø19.5) SKN-6WB SKN-6WBJ SKL-6W
SK10 -10B -10BJ -10
SK16 -16B -16BJ -9HC16
SK20 -20B -20BJ -9HC22
SK25 -25B -25BJ -9HC22

SKT6／MDSK6 SKTN-6B SKTN-6BJ SKL-6W

SKT10／MDSK10 SKN-10B SKN-10BJ -10

SKT16／MDSK16 SKTN-16B SKTN-16BJ 9HC16

SKT20／MDSK20 SKN-20B SKN-20BJ 9HC22

SKT25／MDSK25 SKTN-25B SKTN-25BJ 9HC22

SSK6(Ø19.5) SKN-6WB(GH) SKN-6WBJ(GH) GH 6
SK10 -10B(GH) -10BJ(GH) GH10
SK16 SKN-16B(GH) SKN-16BJ(GH) GH16
SK20 MDSKN-20B MDSKN-20BJ GH20
SK25 SKN-25B(GH) SKN-25BJ(GH) GH25

SKT6/MDSK6 MDSKN-6B MDSKN-6BJ GH 6
SKT10/MDSK10 SKN-10B(GH) SKN-10BJ(GH) GH10
SKT16/MDSK16 -16B -16BJ GH16
SKT20/MDSK20 -20B -20BJ GH20
SKT25/MDSK25 -25B -25BJ GH25

Call us on 01709 366 306 
for more information or visit: 

www.nikken-world.com

The best 
rotary tables 
in the world



K-SK

S-SK

Straight Shank Slim Chuck

K20 -SK6 -100, 120 0.7~6.0 37, 57 - 19.5 - 27 18 21~35 SKG-8 0.2, 0.2 1
K20 -SK10 -100, 120 1.75~10.0 40, 60 - 27.5 - 27.5 18 30~50 SKG-12L 0.3, 0.3 2
K22 -SK6 -100, 120 0.7~6.0 37, 57 - 19.5 - 27 19 21~35 SKG-8 0.2, 0.2 1
K22 -SK10 -100, 120 1.75~10.0 40, 60 - 27.5 - 27.5 19 30~50 SKG-12L 0.3, 0.3 2
K25 -SK6 -100, 130 0.7~6.0 32, 62 - 19.5 - 30 22 21~35 SKG-8 0.3, 0.3 1
K25 -SK10 -120, 150 1.75~10.0 50, 80 - 27.5 - 30 22 30~50 SKG-12L 0.4, 0.5 1
K32 -SK6 -120, 140, 170 0.7~6.0 45, 65, 63 53, 73, 100 19.5 32, 32, 24 37 27 21~35 SKG-8 0.5, 0.5, 0.5 1
K32 -SK10 -120, 150, 180, 210 1.75~10.0 45, 75, 75, 75 53, 83, 111, 141 27.5 32, 32, 31.5, 33.5 37 27 30~50 SKG-12L 0.6, 0.7, 0.8, 1.0 1
K32 -SK16 -120, 150, 180, 210 2.75~16.0 58, 88, 118, 148 - 40 - 40 36 45~70 SKG-18L 0.7, 0.9, 1.2, 1.4 2
K32 -SK20 -120, 150, 180 3.5~20.0 58, 88, 118 - 48.5 - 40 41 47~80 SKG-22 0.9, 1.3, 1.7 2
K32 -SK25 -150 7.5~25.4 88 - 55 - 42 46 55~65 SKG-18L 1.3 2
K42 -SK6 -150, 170 0.7~6.0 52, 62 61, 78 19.5 32 47 36 21~35 SKG-8 1.0, 1.1 1
K42 -SK10 -150, 180 1.75~10.0 56, 78 - 27.5 - 47 36 30~50 SKG-12L 1.1, 1.3 1
K42 -SK16 -150, 180 2.75~16.0 58, 88 - 40 - 47 36 45~70 SKG-18L 1.2, 1.4 1
K42 -SK20 -150, 180 3.5~20.0 68, 98 - 48.5 - 48.5 36 47~80 SKG-22 1.5, 1.9 1
K42 -SK25 -170 7.5~25.4 88 - 55 - 44.5 46 55~65 SKG-18L 1.8 2
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Fig 2 References:
Collet, adjust screw (G No.) and spanner are
available as an option.
The Code No. of the spanner is SK6 (C= 18):
SKL-6, SK6 (C= 19.5): SKL-6W, SK10: SKL-10,
SK16: 9HC16, SK20: 9HC22, SK25: 9HC25
Please refer P.10 for SK Collet. All Slim Chucks
are Centre Through Coolant type.
Please refer to next page for adjust screw (G No.).

Suitable for Multi-Lock Milling Chuck

Straight Shank Ultra Long Slim Chuck

27

27.525

KM32-25

D

ℓ

L=250 : M=145～200
L=300 : M=195～250

L

Shank Collet Length D ℓ Over Hang G No. Weight

Photo: Shows solid carbide type. 
For solid carbide please add “X” to the Code No. 
e.g. S25-SK10X-250, S25-SK10X-300

Notes: Nut, Adjust Screw (G No.) and Collet Extractor 
are supplied as standard. Spanner “SKL-10” is
available as an option.
Please refer P.10 for SK collet. Please add “C” 
at the Code No. for Centre Through Coolant type.
e.g. S25-SK10C-250
S19.5-SK6-200 is also available Please refer to
next page for adjust screw (G No.).

Taper Size Length D ℓ ℓ1 C C1 C2 W H G No. Weight (Kg) Fig

12

Part Number

Part Number

S25 SK10 250 1.75~10.0 223 145~200 SKG-12S 0.9
S25 SK10 300 1.75~10.0 273 195~250 SKG-12S 1.1
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Adjust Screw for Slim Chuck
Notes:

The adjust screw for the
High Speed Slim Chuck
“GSK-P type” is identical to
the Standard Slim Chuck
as below.
e.g. The adjust screw for
BT30-GSK10-45P is SKG-
12S, is the same as the
screw for BT30-SK10-45.

SK-C
There is no leakage of coolant from
screw, because OD of the straight
portion of the adjust screw is sealed.

3LOCK tool (MBT, MIT and MCAT) ,
2LOCK tool (NBT, NIT and NCAT)  tool
and HSK tool can be used at high
pressure centre through tool coolant
application (MAX.7MPa) .
Please change the shank No. from BT to
MBT or NBT for 3LOCK tool or 2LOCK tool.
The adjust screw for BT40-SK16F-90 is
same as the adjust screw for MBT40-
SK16F-90 and NBT40-SK16F-90.

W=2mm is standard. W=2.4, 3, 4, 5, 6, 8, 12mm are also available.
e.g. SKG-12L-W2.4. Please choose suitable one for the tang width
of your drill.

The adjust screw for oil hole tap is also available. Please contact us. 
These adjust screws are for the coolant pressure up to 1MPa.

The adjust screw for oil hole tap is
different from standard. The front end
of the adjust screw is flat, not taper.
Please add “S” at the end of Code No.
e.g. SKG10-10HGAS, SKG16-12HGAS,
SKG16-12HGBAS
The adjust screw for extra small
cutter shank dia. (Ø3) is available.
Please contact us for more details.
The steel made adjust screw for SK10
or SK16 is available.
Please add “-FE” at the end of Code
No.  e.g. SKG10-10HG-FE
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L
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W

Fig 1

G
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W

Fig 2

L

G

Fig 4

W
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Fig 5

L

d
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Fig 3

Please remove standard Adjust
Screw or use the Adjust Screw
specially designed to J type
Nut for the stopper.

SK6 SKG6-6HG Ø2.5 Ø4~ All SK6C/SK6F Slim Chucks 2 4
SK10 SKG10-10HG Ø4 Ø6~ All SK10C/SK10F Slim Chucks 4 4
SK10 SKG10-10HGA Ø2.5 Ø4~    All SK10C/SK10F Slim Chucks 2 4
SK16 SKG16-12HG Ø7.2 Ø10~ All SK16C/SK16F Slim Chucks except below 6 4
SK16 SKG16-12HGB Ø7.2 Ø10~ BT40-SK16F-90 6 4

SK16 SKG16-10HG Ø7.2 Ø10~

HSK40A-SK16C-120, HSK50A-SK16C-120,
HSK63A-SK16C-120, 150, HSK100A-SK16C-120,

NC5-46-SK16C-90, -120, NBT40-SK16C-60,
NBT30-SK16C-75

6 4

SK16 SKG16-12HGE Ø7.2 Ø10~ NBT30-SK16C-60 6 4
SK16 SKG16-12HGA Ø3.5 Ø5~ All SK16C/SK16F Slim Chucks except below 3 4
SK16 SKG16-12HGBA Ø3.5 Ø5~ BT40-SK16F-90 3 4

SK16 SKG16-10HGA Ø3.5 Ø5~

HSK40A-SK16C-120, HSK50A-SK16C-120,
HSK63A-SK16C-120, 150, HSK100A-SK16C-120,

NC5-46-SK16C-90, -120, NBT40-SK16C-60,
NBT30-SK16C-75

3 4

SK20 SKG20-18HG Ø6.8 Ø10~ All SK20C/SK20F Slim Chucks except below 5 4

SK20 SKG20-12MFHG Ø6.8 Ø10~ NC5-46-SK20C-90, NC5-53-SK20C-90, 
HSK63A-SK25C-135 5 4

SK20 SKG20-12HG Ø6.8 Ø10~ NC5-46-SK20C-120, NC5-53-SK20C-120, 
NBT30-SK20C-90, HSK100A-SK20C-150, -200 5 4

SK20 SKG20-12HGE Ø6.8 Ø10~ NBT30-SK20C-75 5 4
SK20 SKG20-16HG Ø6.8 Ø10~ NBT40-SK20C-60 5 4
SK20 SKG20-18HGB Ø6.8 Ø10~ BT40-SK20F-90 5 4
SK25 SKG25-24HG Ø12 Ø16~ All SK25C/SK25F Slim Chucks except below 8 4
SK25 SKG25-24HGA Ø12 Ø16~ BT40-SK25F-120, BT50-SK25F-105 8 4
SK25 SKG25-18HGC Ø12 Ø16~ BT40-SK25F-90 8 4

SK25 SKG25-18HGD Ø12 Ø16~ BT40-SK25C-90, NC5-63-SK25C-135, 
NC5-85-SK25C-135, NBT40-SK25C-90 8 4

SK25 SKG25-18HGE Ø12 Ø16~ HSK63A-SK25C-135, HSK100A-SK25C-145,
NBT40-SK25C-75 8 4

Style Adjust Screw
Code

Hole
Dia.

Cutter
Shank

Dia.

Slim Chuck Code No. Wrench
Width

Fig

SK6 SKG-8 All SK6 Slim Chucks 1
SK10 SKG-12L All SK10 Slim Chucks except below 1

SK10 SKG-12S BT30-SK10-45, HSK50A-SK10-90,
HSK63F-SK10-90 2

SK16 SKG-18L All SK16 Slim Chucks except below 1
SK16 SKG-12 BT30-SK16-90 2
SK16 SKG-12L BT30-SK16-60 1
SK16 SKG-18S BT40-SK16-60 2
SK20 SKG-22 All SK20 Slim Chucks except below 1
SK20 SKG-12 BT30-SK20-90 2
SK20 SKG-12L BT30-SK20-75 1
SK20 SKG-12S BT30-SK20-60 2
SK25 SKG-28 All SK25 Slim Chucks except below 1
SK25 SKG-12 BT30-SK25-90, BT40-SK25-75 2
SK25 SKG-12MF NC5-46-SK25-90 2

Style Adjust Screw
Code

Slim Chuck Code No. Fig

SK10 -SKG12H M12 Ø4 Ø6~ 3 3
SK10 -SKG12HA M12 Ø2.5 Ø4~ 2 3
SK16 -SKG12H M12 Ø4 Ø6~ 3 3
SK16 -SKG12HA M12 Ø2.5 Ø4~ 2 3
SK16 -SKG18H M18 P1.5 Ø7.2 Ø10~ 6 3
SK16 -SKG18HA M18 P1.5 Ø3.5 Ø5~ 3 3
SK20 -SKG12H M12 Ø4 Ø6~ 3 3
SK20 -SKG12HA M12 Ø2.5 Ø4~ 2 3
SK20 -SKG22H M22 P1.5 Ø8 Ø10~ 5 3
SK25 -SKG12H M12 Ø4 Ø6~ 3 3
SK25 -SKG12HA M12 Ø2.5 Ø4~ 2 3
SK25 -SKG28H M28 P2.0 Ø12 Ø16~ 8 3

Style Adjust
Screw Code

Screw
Size

Hole
Dia.

Cutter
Shank Dia.

Wrench
Width

Fig

SK

13



High Speed Slim Chuck SK-P

BT30 -SK6 -60P 0.7~6.0 33 33 19.5 19.5 21~35 SKG-8 40,000 0.7
BT30 -SK6 -90P 0.7~6.0 56 65 19.5 32 21~35 SKG-8 40,000 0.7
BT30 -SK6 -120P 0.7~6.0 62 95 19.5 32 21~35 SKG-8 40,000 0.8
BT30 -SK10 -45P 1.75~10.0 22 22 27.5 27.5 30~50 SKG-12S 40,000 0.8
BT30 -SK10 -60P 1.75~10.0 35 35 27.5 27.5 30~50 SKG-12L 40,000 0.9
BT30 -SK10 -75P 1.75~10.0 50 50 27.5 27.5 30~50 SKG-12L 40,000 1.0
BT30 -SK10 -90P 1.75~10.0 65 65 27.5 27.5 30~50 SKG-12L 40,000 1.0
BT30 -SK10 -120P 1.75~10.0 95 95 27.5 27.5 30~50 SKG-12L 40,000 1.1
BT30 -SK16 -60P 2.75~16.0 37 37 40 40 45~60 SKG-12L 30,000 1.1
BT30 -SK16 -75P 2.75~16.0 52 52 40 40 45~65 SKG-12L 30,000 1.2
BT30 -SK16 -90P 2.75~16.0 67 67 40 40 45~65 SKG-12 30,000 1.2
BT30 -SK16 -120P 2.75~16.0 97 97 40 40 40~70 SKG-18L 30,000 1.3
BT30 -SK20 -60P 3.5~20.0 37 37 48.5 48.5 65~70 SKG-12S 30,000 0.7
BT30 -SK20 -75P 3.5~20.0 52 52 48.5 48.5 70~75 SKG-12L 30,000 0.9
BT30 -SK20 -90P 3.5~20.0 67 67 48.5 48.5 65~75 SKG-12 30,000 1.2
BT30 -SK25 -90P 7.5~25.4 67 67 55 55 55~75 SKG-12 30,000 1.5

Taper Size Length D ℓ ℓ1 C C1 H G No. MAX.
Min-1

Weight
(kg)

BT40 -SK6 -60P 0.7~6.0 30 30 19.5 19.5 21~35 SKG-8 30,000 1.0
BT40 -SK6 -90P 0.7~6.0 51 60 19.5 32 21~35 SKG-8 30,000 1.1
BT40 -SK6 -120P 0.7~6.0 60 90 19.5 32 21~35 SKG-8 30,000 1.4
BT40 -SK6 -150P 0.7~6.0 60 120 19.5 25 21~35 SKG-8 30,000 1.5
BT40 -SK10 -60P 1.75~10.0 32 32 27.5 27.5 30~50 SKG-12L 30,000 1.1
BT40 -SK10 -75P 1.75~10.0 45 45 27.5 27.5 30~50 SKG-12L 30,000 1.2
BT40 -SK10 -90P 1.75~10.0 48 60 27.5 40 30~50 SKG-12L 30,000 1.2
BT40 -SK10 -120P 1.75~10.0 73 90 27.5 40 30~50 SKG-12L 30,000 1.4
BT40 -SK10 -150P 1.75~10.0 73 118 27.5 34.5 30~50 SKG-12L 30,000 1.6
BT40 -SK10 -180P 1.75~10.0 73 148 27.5 39 30~50 SKG-12L 30,000 1.6
BT40 -SK16 -60P 2.75~16.0 32 32 40 40 50~65 SKG-18S 25,000 1.3
BT40 -SK16 -75P 2.75~16.0 43 43 40 40 40~67 SKG-18L 25,000 1.4
BT40 -SK16 -90P 2.75~16.0 58 58 40 40 40~70 SKG-18L 25,000 1.5
BT40 -SK16 -120P 2.75~16.0 88 88 40 40 40~70 SKG-18L 25,000 1.7
BT40 -SK16 -150P 2.75~16.0 118 118 40 40 40~70 SKG-18L 25,000 1.9
BT40 -SK16 -180P 2.75~16.0 148 148 40 40 40~70 SKG-18L 25,000 2.0
BT40 -SK20 -60P 3.5~20.0 32 32 48.5 48.5 47~60 SKG-22 25,000 1.3
BT40 -SK20 -75P 3.5~20.0 45 45 48.5 48.5 47~70 SKG-22 25,000 1.4
BT40 -SK20 -90P 3.5~20.0 60 60 48.5 48.5 47~80 SKG-22 25,000 1.6
BT40 -SK20 -120P 3.5~20.0 90 90 48.5 48.5 47~80 SKG-22 25,000 2.0
BT40 -SK25 -75P 7.5~25.4 47 47 55 55 55~75 SKG-12 20,000 1.7
BT40 -SK25 -90P 7.5~25.4 61 61 55 55 55~75 SKG-28 20,000 1.8
BT40 -SK25 -120P 7.5~25.4 91 91 55 55 55~85 SKG-28 20,000 2.0

Max. 40,000min-1
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Taper Size Length D ℓ ℓ1 C C1 H G No. Max.
Min-1

Weight
(kg)

BT50 -SK6 -105P 0.7~6.0 55 64 19.5 32 21~35 SKG-8 20,000 3.8
BT50 -SK6 -135P 0.7~6.0 60 92 19.5 32 21~35 SKG-8 20,000 3.9
BT50 -SK6 -165P 0.7~6.0 60 114 19.5 32 21~35 SKG-8 20,000 4.0
BT50 -SK6 -200P 0.7~6.0 60 151 19.5 30 21~35 SKG-8 20,000 4.2
BT50 -SK10 -105P 1.75~10.0 57 57 27.5 27.5 30~50 SKG-12L 20,000 4.2
BT50 -SK10 -135P 1.75~10.0 70 92 27.5 32 30~50 SKG-12L 20,000 4.4
BT50 -SK10 -165P 1.75~10.0 75 114 27.5 32 30~50 SKG-12L 20,000 4.6
BT50 -SK10 -200P 1.75~10.0 75 151 27.5 36 30~50 SKG-12L 20,000 4.8
BT50 -SK10 -225P 1.75~10.0 75 178 27.5 40 30~50 SKG-12L 20,000 5.0
BT50 -SK16 -105P 2.75~16.0 62 62 40 40 40~70 SKG-18L 20,000 4.7
BT50 -SK16 -135P 2.75~16.0 92 92 40 40 40~70 SKG-18L 20,000 4.9
BT50 -SK16 -165P 2.75~16.0 90 122 40 50 40~70 SKG-18L 20,000 5.1
BT50 -SK16 -200P 2.75~16.0 90 157 40 52 40~70 SKG-18L 20,000 5.5
BT50 -SK20 -105P 3.5~20.0 62 62 48.5 48.5 47~80 SKG-22 20,000 4.3
BT50 -SK20 -135P 3.5~20.0 92 92 48.5 48.5 47~80 SKG-22 20,000 4.6
BT50 -SK20 -165P 3.5~20.0 122 122 48.5 48.5 47~80 SKG-22 20,000 5.0
BT50 -SK20 -200P 3.5~20.0 157 157 48.5 48.5 47~80 SKG-22 20,000 5.4
BT50 -SK25 -105P 7.5~25.4 62 62 55 55 50~85 SKG-28 15,000 5.2
BT50 -SK25 -135P 7.5~25.4 92 92 55 55 50~85 SKG-28 15,000 5.4
BT50 -SK25 -165P 7.5~25.4 122 122 55 55 50~85 SKG-28 15,000 5.6
BT50 -SK25 -200P 7.5~25.4 157 157 55 55 50~85 SKG-28 15,000 6.0

Notes: When SK J type nut
is used, the total
chuck length will be
extended by 6mm.
Please refer to P.11
for TiN Bearing Nut.
Please refer for SK
collet.
Adjust screw with
centre hole (see P.13)
can be used for
centre through tool
coolant application
(MAX. 1MPa).
Please refer to P.13
for adjust screw (G
No.).

Notes: Collet, adjust screw
(G No.) and GH
Handle are available
as an option.
The Code No. of the
GH Handle is 
SK6-P: GH6, 
SK10-P: GH10,
SK16-P: GH16,
SK20-P: GH20,
SK25-P: GH25

Code No. for Slim Chuck with special nut
Standard nut (for C-spanner) is attached for standard slim chuck.Nut for high speed (for GH Handle) is attached for high speed slim chuck.
• Standard slim chuck + J type nut: 

Please add “-J” at the end of Code No. 
e.g. BT40-SK10-90-J

• Standard slim chuck + Nut for high speed: Please add “-G” at the end of Code No. 
e.g. BT40-SK10-90-G

• Standard slim chuck + J type nut for high speed: Please add “-GJ” at the end of Code No. e.g. BT40-SK10-90-GJ
• High speed slim chuck + J type nut: 

Please add “-J” at the end of Code No. e.g. BT40-SK10-90P-J

Code No. for Slim Chuck with Special Nut

GH Handle

15
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SKJ Type Nut for Slim Chuck

Notes: When SK J type nut is used, the total chuck length will be extended to 6mm.
SKN-6J marked * is not TiN Bearing Nut.
The contamination of the swarf and the rust can be prevented even without
coolant through application.
The different ID hole is available as an option. Please contact us.
The cap with O-ring at ID for oil hole drill is also available. e.g. SKJ10-4C
When the ID hole will be machined at your side to buy a cap without hole,
the centering of the cap is important. Please contact us.

Standard drill Reamer Tap Special Cutter Cap with ‘O-ring’ seal
Prevention of 

swarf and dust
contamination

Style

J Type Nut Code No.

Cap Code No.
Wrench

Code No.SK SKT/MDSK
J type nut and
cap fit all existing
Slim Chuck

Jet Coolant Groove
+
Prevention of swarf
contamination

SK J
The Jet Coolant
pressure creates a
tornado effect,
ensuring efficient
swarf dispersal

Cap

SK-J Nut MDSK-J Nut

16

SK6(Ø18) SKN-6J* SKN-10BJ, 
MDSKN-16BJ

SKJ 6-3, 3.3, 4, 4.2, 5, SKJL-6

SK6(Ø19.5) SKN-6WBJ MDSKN-6BJ SKJ 6-3, 3.3, 4, 4.2, 5, 6 SKJL-6
SK10 SKN-10BJ SKN-10BJ(GH) SKJ10-3, 4, 5, 5.5, 6, 6.2, 6.8, 7, 8, 8.5, 10 SKJL-10
SK16 SKN-16BJ MDSKN-16BJ SKJ16-7, 8, 8.5, 10, 10.3, 12, 12.5, 14, 15, 16 SKJL-16
SK20 SKN-20BJ MDSKN-20BJ SKJ25-8, 10, 12, 16, 17.5, 20, 25 SKJL-25
SK25 SKN-25BJ MDSKN-25BJ SKJ25-8, 10, 12, 16, 17.5, 20, 25 SKJL-25

Tooling Solutions
TiTAN X-Treme

Market leading accuracy, ultimate performance, control and reliability combine to meet the
requirements of demanding Aerospace components and applications.

Call us on 01709  366 306 for more information or visit: www.nikken-world.com
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SKIT Slim Chuck

Taper Size Length Max.
Min-1

IT40 -SK6 -60/90/120/150 0.7~6.0 38, 48, 62, 60 -, -, 82, 112 19.5 -, -, 32, 25 21~35 SKG-8 1.0, 1.1, 1.2, 1.4 1, 1, 2, 3
IT40 -SK10 -60/90/120/150/180 1.75~10.0 40, 50, 60, 73, 73 -, -, 82, 112, 144 27.5 -, -, 32, 33.5, 39 30~50 SKG-12L 1.1, 1.2, 1.4, 1.6, 1.7 1, 1, 2, 3, 3
IT40 -SK16 -60/90/120/150/180 2.75~16.0 40, 54, 84, 114, 144 - 40 - 40~70 SKG-18L* 1.4, 1.5, 1.7, 1.9, 2.0 1
IT40 -SK20 -90/120 3.5~20.0 70, 100 - 48.5 - 47~80 SKG-22 1.7, 1.9 1
IT40 -SK25 -90/120 7.5~25.4 70, 100 - 55 - 55~75 SKG-28 1.8, 2.0 1
IT50 -SK6 -105/135/165/200 0.7~6.0 60, 62, 62, 60 -, 93, 117, 154 19.5 -, 32, 32, 30 21~35 SKG-8 3.7, 3.9, 4.1, 4.3 1, 2, 2, 3
IT50 -SK10 -105/135/165/200 1.75~10.0 65, 70, 75, 75 -, 95, 125, 154 27.5 -, 32, 32, 36 30~50 SKG-12L 4.2, 4.4, 4.6, 5.0 1, 2, 2, 3
IT50 -SK16 -105/135/165/200 2.75~16.0 65, 95, 90, 90 -, -, 125, 160 40 -, -, 50, 50 40~70 SKG-18L 4.7, 4.9, 5.1, 5.5 1, 1, 2, 2
IT50 -SK20 -105/135/165/200 3.5~20.0 65, 95, 125, 160 - 48.5 - 47~80 SKG-22 4.8, 5.1, 5.4, 5.8 1
IT50 -SK25 -105/135/165/200 7.5~25.4 65, 95, 125, 160 - 55 - 50~85 SKG-28 4.8, 5.2, 5.6, 6.0 1

GNo. (Option)

C D

H

C
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GNo. (Option)

DCC1

H

C

ℓ
ℓ1

L

GNo. (Option)

C D

H

C

ℓ

L

Fig 1 Fig 2 Fig 3

Notes: The extended gauge length (L) is
available. Please contact us.

Taper Size Length D ℓ ℓ1 C C1 H G No. Weight (kg) Fig.

High Speed Slim Chuck

High precision. High speed.
Powerful gripping.

IT40X -SK6 -60P/90P/120P 30,000
IT40X -SK10 -60P/90P/120P 30,000
IT40X -SK16 -60P/90P/120P 25,000
IT40X -SK20 -90P/120P 25,000
IT40X -SK25 -90P/120P 20,000
IT50X -SK6 -105P/165P 20,000
IT50X -SK10 -105P/165P 20,000
IT50X -SK16 -105P/165P 20,000
IT50X -SK20 -105P/165P 20,000
IT50X -SK25 -105P/165P 15,000

Notes: When SK ‘J’ type nut is used, the total chuck length will be
extended by 6mm
Dimension for IT40-SK16-60 marked *, H=50〜65 and 
G No.=SKG-18S
Collet, adjust screw (G No.) and spanner are available as an option.
The Code No. of the spanner is SK6 (C= 18): SKL-6, SK6 (C= 19.5):
SKL-6W, SK10: SKL-10, SK16: 9HC16, SK20: 9HC22, SK25: 9HC25
Please refer P.10 for SK collet and please refer P.16 for J type nut,.
Please add “C” after the collet code for the centre through tool
coolant type. 
E.g. IT40-SK6C-90/120 or IT50-SK6C-105/165
Please add “F” after the collet code for the flange through tool
coolant type.
E.g. IT40-SK6F-90/120 or IT50-SK6F-105/165
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MBT Slim Chuck SKT

MBT40 -SKT6C -90 0.7 6.0 19.8 60 19.5 25.2 26 31 SKG 6- 6HG 1.1
MBT40 -SKT6C -120 0.7 6.0 19.8 90 19.5 29.4 26 31 SKG 6- 6HG 1.4
MBT40 -SKT10C -90 1.75 10.0 22 60 27.5 32.9 35 41 SKG10-10HG 1.2
MBT40 -SKT10C -120 1.75 10.0 22 90 27.5 37.1 35 41 SKG10-10HG 1.4
MBT40 -SKT10C -150 1.75 10.0 22 120 27.5 41.3 35 41 SKG10-10HG 1.6
MBT40 -SKT16C -90 2.75 16.0 27 60 40 44.7 45 57 SKG16-12HG 1.5
MBT40 -SKT16C -120 2.75 16.0 27 90 40 48.9 45 57 SKG16-12HG 1.7
MBT40 -SKT16C -150 2.75 16.0 27 120 40 53.1 45 57 SKG16-12HG 1.9
MBT40 -SKT20C -90 3.5 20.0 28.5 60 48.5 53.0 47 63 SKG20-18HG 1.6
MBT40 -SKT20C -120 3.5 20.0 28.5 92 48.5 57.4 47 63 SKG20-18HG 2.0
MBT40 -SKT25C -90 7.5 25.4 31 62.6 55 59.5 60 65 SKG25-18HGD 1.8
MBT40 -SKT25C -120 7.5 25.4 31 92.2 55 59.3 60 65 SKG25-18HGD 2.4
MBT50 -SKT6C -105 0.7 6.0 19.8 62 19.5 25.5 26 31 SKG 6- 6HG 3.8
MBT50 -SKT6C -165 0.7 6.0 19.8 122 19.5 33.8 26 31 SKG 6- 6HG 4.0
MBT50 -SKT10C -105 1.75 10.0 22 62 27.5 33.1 35 41 SKG10-10HG 4.2
MBT50 -SKT10C -165 1.75 10.0 22 122 27.5 41.5 35 41 SKG10-10HG 4.6
MBT50 -SKT16C -105 2.75 16.0 27 62 40 44.9 45 57 SKG16-12HG 4.7
MBT50 -SKT16C -165 2.75 16.0 27 122 40 53.3 45 57 SKG16-12HG 5.1
MBT50 -SKT20C -105 3.5 20.0 28.5 62 48.5 53.2 47 63 SKG20-18HG 4.3
MBT50 -SKT20C -165 3.5 20.0 28.5 122 48.5 61.6 47 63 SKG20-18HG 5.0
MBT50 -SKT25C -105 7.5 25.4 31 62 55 59.4 60 70 SKG25-24HG 5.2
MBT50 -SKT25C -165 7.5 25.4 31 122 55 67.8 60 70 SKG25-24HG 5.6

Taper Size Length D ℓ ℓ1 C C1 H G No. Weight
(kg)

Notes: When SK J type nut is used, the total chuck length will be extended by 6mm.
Collet, adjust screw (G No.) and GH Handle are available as an option.
The Code No. of the GH Handle is SKT6C-P: GH6, SKT10C-P: GH10, SKT13C-P: GH13,
SKT16C-P: GH16, SKT20C-P: GH20, SKT25C-P: GH25
Please use P class collet or A type collet. P.10
All models are high pressure centre through tool coolant type.
SKT6: Ø4〜Ø6, SKT10: Ø6〜Ø10,SKT16: Ø10〜Ø16,SKT20: Ø6〜Ø20,SKT25: Ø16〜Ø25
Please refer to P.13 for the adjust screw (G No.)

Centre
Through
MAX. 7MPa

tooling (MBT) can
be used as the triple contact
tooling on the M/C where
spindle is BT double face
contact system.

ℓ
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Taper Size Length D ℓ ℓ1 C C1 H G No. Weight
(kg)

MBT High Speed Slim Chuck SKT-P

Notes: When SK J type nut is used, the total chuck length will be extended by 6mm.
Collet, adjust screw (G No.) and GH Handle are available as an option.
The Code No. of the GH Handle is SKT6C-P: GH6, SKT10C-P: GH10, SKT13C-P: GH13,
SKT16C-P: GH16, SKT20C-P: GH20, SKT25C-P: GH25
Please use P class collet or A type collet. P.10
All models are high pressure centre through tool coolant type.
SKT6: Ø4〜Ø6, SKT10: Ø6〜Ø10,SKT16: Ø10〜Ø16,SKT20: Ø6〜Ø20,SKT25: Ø16〜Ø25
Please refer to P.13 for the adjust screw (G No.)

tooling (MBT) can
be used as the triple contact
tooling on the M/C where
spindle is BT double face
contact system.

ℓ

φD

G No. (Option)

φC φC1

H

L
ℓ1

MBT40 -SKT6C -90P 0.7 6.0 19.8 60 19.5 25.2 26 31 SKG6-6HG 1.1
MBT40 -SKT6C -120P 0.7 6.0 19.8 90 19.5 29.4 26 31 SKG6-6HG 1.4
MBT40 -SKT10C -90P 1.75 10.0 22 60 27.5 32.9 35 41 SKG10-10HG 1.2
MBT40 -SKT10C -120P 1.75 10.0 22 90 27.5 37.1 35 41 SKG10-10HG 1.4
MBT40 -SKT10C -150P 1.75 10.0 22 120 27.5 41.3 35 41 SKG10-10HG 1.6
MBT40 -SKT16C -90P 2.75 16.0 27 60 40 44.7 45 57 SKG16-12HG 1.5
MBT40 -SKT16C -120P  2.75 16.0 27 90 40 48.9 45 57 SKG16-12HG 1.7
MBT40 -SKT16C -150P 2.75 16.0 27 120 40 53.1 45 57 SKG16-12HG 1.9
MBT40 -SKT20C -90P 3.5 20.0 28.5 60 48.5 53.0 47 63 SKG20-18HG 1.6
MBT40 -SKT20C -120P 3.5 20.0 28.5 92 48.5 57.4 47 63 SKG20-18HG 2.0
MBT40 -SKT25C -90P 7.5 25.4 31 62.6 55 59.5 60 65 SKG25-18HGD 1.8
MBT40 -SKT25C -120P 7.5 25.4 31 92.2 55 59.3 60 65 SKG25-18HGD 2.4
MBT50 -SKT6C -105P 0.7 6.0 19.8 62 19.5 25.5 26 31 SKG6-6HG 3.8
MBT50 -SKT6C -165P 0.7 6.0 19.8 122 19.5 33.8 26 31 SKG6-6HG 4.0
MBT50 -SKT10C -105P 1.75 10.0 22 62 27.5 33.1 35 41 SKG10-10HG 4.2
MBT50 -SKT10C -165P 1.75 10.0 22 122 27.5 41.5 35 41 SKG10-10HG 4.6
MBT50 -SKT16C -105P 2.75 16.0 27 62 40 44.9 45 57 SKG16-12HG 4.7
MBT50 -SKT16C -165P 2.75 16.0 27 122 40 53.3 45 57 SKG16-12HG 5.1
MBT50 -SKT20C -105P 3.5 20.0 28.5 62 48.5 53.2 47 63 SKG20-18HG 4.3
MBT50 -SKT20C -165P 3.5 20.0 28.5 122 48.5 61.6 47 63 SKG20-18HG 5.0
MBT50 -SKT25C -105P 7.5 25.4 31 62 55 59.4 60 70 SKG25-24HG 5.2
MBT50 -SKT25C -165P 7.5 25.4 31 122 55 67.8 60 70 SKG25-24HG 5.6

Centre
Through
MAX. 7MPa
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Slim Chuck SK

GNo.（Option）

φC φD
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φC
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L

Fig 1 Fig 2 Fig 3

NBT30 -SK6C -60 0.7~6.0 33 33 19.5 19.5 26~31 SKG6-6HG 0.7 1
NBT30 -SK6C -90 0.7~6.0 56 65 19.5 32 26~31 SKG6-6HG 0.7 2
NBT30 -SK6C -120 0.7~6.0 62 95 19.5 32 26~31 SKG6-6HG 0.8 2
NBT30 -SK10C -45 1.75~10.0 22 22 27.5 27.5 33~41 SKG10-10HG 0.8 1
NBT30 -SK10C -60 1.75~10.0 35 35 27.5 27.5 33~41 SKG10-10HG 0.9 1
NBT30 -SK10C -75 1.75~10.0 50 50 27.5 27.5 33~41 SKG10-10HG 1 1
NBT30 -SK10C -90 1.75~10.0 65 65 27.5 27.5 33~41 SKG10-10HG 1 1
NBT30 -SK10C -120 1.75~10.0 95 95 27.5 27.5 33~41 SKG10-10HG 1.1 1
NBT30 -SK16C -60 2.75~16.0 37 37 40 40 47~52 SKG16-12HGE 1.1 1
NBT30 -SK16C -75 2.75~16.0 52 52 40 40 45~52 SKG16-10HG 1.2 1
NBT30 -SK16C -90 2.75~16.0 67 67 40 40 45~57 SKG16-12HG 1.2 1
NBT30 -SK16C -120 2.75~16.0 97 97 40 40 45~57 SKG16-12HG 1.3 1
NBT30 -SK20 -60* 3.5~20.0 37 37 48.5 48.5 65~70 SKG-12S 0.7 1
NBT30 -SK20C -75 3.5~20.0 52 52 48.5 48.5 50~55 SKG20-12HG 0.9 1
NBT30 -SK20C -90 3.5~20.0 67 67 48.5 48.5 47~63 SKG20-12HGE 1.2 1
NBT30 -SK25 -90* 7.5~25.4 67 67 55 55 55~75 SKG-12 1.5 1
NBT40 -SK6C -60 0.7~6.0 30 30 19.5 19.5 26~31 SKG 6- 6HG 1 1
NBT40 -SK6C -90 0.7~6.0 51 60 19.5 32 26~31 SKG 6- 6HG 1.1 2
NBT40 -SK6C -120 0.7~6.0 60 90 19.5 32 26~31 SKG 6- 6HG 1.4 2
NBT40 -SK6C -150 0.7~6.0 60 120 19.5 25 26~31 SKG 6- 6HG 1.5 3
NBT40 -SK10C -60 1.75~10.0 32 32 27.5 27.5 33~41 SKG10-10HG 1.1 1
NBT40 -SK10C -75 1.75~10.0 45 45 27.5 27.5 33~41 SKG10-10HG 1.2 1
NBT40 -SK10C -90 1.75~10.0 48 60 27.5 40 33~41 SKG10-10HG 1.2 2
NBT40 -SK10C -120 1.75~10.0 73 90 27.5 40 33~41 SKG10-10HG 1.4 2
NBT40 -SK10C -150 1.75~10.0 73 118 27.5 34.5 33~41 SKG10-10HG 1.6 3
NBT40 -SK10C -180 1.75~10.0 73 148 27.5 39 33~41 SKG10-10HG 1.6 3
NBT40 -SK10C -200 1.75~10.0 73 168 27.5 39 33~41 SKG10-10HG 2 3
NBT40 -SK10C -250 1.75~10.0 73 218 27.5 39 33~41 SKG10-10HG 2.3 3
NBT40 -SK16C -60 2.75~16.0 32 32 40 40 45~52 SKG16-10HG 1.3 1
NBT40 -SK16C -75 2.75~16.0 43 43 40 40 45~57 SKG16-12HG 1.5 1
NBT40 -SK16C -90 2.75~16.0 58 58 40 40 45~57 SKG16-12HG 1.5 1
NBT40 -SK16C -120 2.75~16.0 88 88 40 40 45~57 SKG16-12HG 1.7 1
NBT40 -SK16C -150 2.75~16.0 118 118 40 40 45~57 SKG16-12HG 1.9 1
NBT40 -SK16C -180 2.75~16.0 148 148 40 40 45~57 SKG16-12HG 2 1
NBT40 -SK16C -200 2.75~16.0 168 168 40 40 45~57 SKG16-12HG 2.3 1
NBT40 -SK16C -250 2.75~16.0 218 218 40 40 45~57 SKG16-12HG 2.8 1
NBT40 -SK20C -60 3.5~20.0 32 32 48.5 48.5 57~63 SKG20-16HG 1.3 1
NBT40 -SK20C -75 3.5~20.0 45 45 48.5 48.5 47~63 SKG20-18HG 1.4 1
NBT40 -SK20C -90 3.5~20.0 60 60 48.5 48.5 47~63 SKG20-18HG 1.4 1
NBT40 -SK20C -120 3.5~20.0 90 90 48.5 48.5 47~63 SKG20-18HG 2 1
NBT40 -SK25C -75 7.5~25.4 47 47 55 55 60~65 SKG25-18HGE 1.7 1
NBT40 -SK25C -90 7.5~25.4 61 61 55 55 60~65 SKG25-18HGD 1.8 1
NBT40 -SK25C -120 7.5~25.4 91 91 55 55 60~70 SKG25-24HG 2 1

Taper Size Length D ℓ ℓ1 C C1 H G No. Weight
(kg)

Fig.

Photo: Shows SK10 type.
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Taper Size Length D ℓ ℓ1 C C1 H G No. Weight
(kg)

Fig.

tooling（NBT）can be used as the double face contact tooling on the M／C
where spindle is BT double face contact system.
tooling can also be used on the M／C with BT standard spindle.

Notes: When SK J type nut is used, the total chuck length will be extended by 6mm.
Please refer to P.10 for SK collet.
Collet, adjust screw (G No.) and spanner are available as an option.
The Code No. of the spanner is SK6 (C=Ø18) : SKL-6, SK6 (C=Ø19.5) : SKL-6W, 
SK10: SKL-10, SK16: 9HC16, SK20: 9HC22, SK25: 9HC25
Please refer to P.22, P.23 for High Speed Slim Chuck (40,000min-1)
All Slim Chucks can be used for Centre Through Coolant type. Please refer to P.13 for
Centre Through Coolant Adjust Screw.
Please refer to P.22, P.23 for High Pressure (MAX.7MPa) Centre Through Coolant type.
NBT40 -SK10-200, 250 NBT50 -SK10-250, 300 are also available as semi-standard.

-SK16-200, 250 -SK16-250, 300
Extended gauge length slim chucks with the straight arbor are available.
NBT50 -SK10C-200ST, -250ST. -300ST

-SK16C-200ST, -250ST, -300ST
Photo: Shows SK16 type.

NBT50 –SK6C –105 0.7~6.0 55 64 19.5 32 26~31 SKG6-6HG 3.8 2
NBT50 –SK6C –135 0.7~6.0 60 92 19.5 32 26~31 SKG6-6HG 3.9 2
NBT50 –SK6C –165 0.7~6.0 60 114 19.5 32 26~31 SKG6-6HG 4.0 2
NBT50 –SK6C –200 0.7~6.0 60 151 19.5 30 26~31 SKG6-6HG 4.2 3
NBT50 –SK10C –105 1.75~10.0 57 57 27.5 27.5 33~41 SKG10-10HG 4.2 1
NBT50 –SK10C –135 1.75~10.0 70 92 27.5 32 33~41 SKG10-10HG 4.4 2
NBT50 –SK10C –165 1.75~10.0 75 114 27.5 32 33~41 SKG10-10HG 4.6 2
NBT50 –SK10C –200 1.75~10.0 75 151 27.5 36 33~41 SKG10-10HG 4.8 3
NBT50 –SK10C –225 1.75~10.0 75 178 27.5 40 33~41 SKG10-10HG 5.0 3
NBT50 –SK10C –250 1.75~10.0 75 207 27.5 40 33~41 SKG10-10HG 5.2 3
NBT50 –SK10C –300 1.75~10.0 75 257 27.5 60 33~41 SKG10-10HG 5.5 3
NBT50 –SK16C –105 2.75~16.0 62 62 40 40 45~57 SKG16-12HG 4.7 1
NBT50 –SK16C –135 2.75~16.0 92 92 40 40 45~57 SKG16-12HG 4.9 1
NBT50 –SK16C –165 2.75~16.0 90 122 40 50 45~57 SKG16-12HG 5.1 2
NBT50 –SK16C –200 2.75~16.0 90 157 40 52 45~57 SKG16-12HG 5.5 3
NBT50 –SK16C –250 2.75~16.0 90 207 40 52 45~57 SKG16-12HG 6.2 3
NBT50 –SK16C –300 2.75~16.0 90 257 40 60 45~57 SKG16-12HG 6.7 3
NBT50 –SK20C –105 3.5~20.0 62 62 48.5 48.5 47~63 SKG20-18HG 4.3 1
NBT50 –SK20C –135 3.5~20.0 92 92 48.5 48.5 47~63 SKG20-18HG 4.6 1
NBT50 –SK20C –165 3.5~20.0 122 122 48.5 48.5 47~63 SKG20-18HG 5.0 1
NBT50 –SK20C –200 3.5~20.0 157 157 48.5 48.5 47~63 SKG20-18HG 5.4 1
NBT50 –SK20C –250 3.5~20.0 207 207 48.5 48.5 47~63 SKG20-18HG 6.2 1
NBT50 –SK20C –300 3.5~20.0 257 257 48.5 48.5 47~63 SKG20-18HG 7.0 1
NBT50 –SK25C –105 7.5~25.4 62 62 55 55 60~70 SKG25-24HG 5.2 1
NBT50 –SK25C –135 7.5~25.4 92 92 55 55 60~70 SKG25-24HG 5.4 1
NBT50 –SK25C –165 7.5~25.4 122 122 55 55 60~70 SKG25-24HG 5.6 1
NBT50 –SK25C –200 7.5~25.4 157 157 55 55 60~70 SKG25-24HG 6.0 1
NBT50 –SK25C –250 7.5~25.4 207 207 55 55 60~70 SKG25-24HG 6.8 1
NBT50 –SK25C –300 7.5~25.4 257 257 55 55 60~70 SKG25-24HG 7.5 1
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Notes: When SK J type nut is used,
the total chuck length will
be extended by 6mm.
Please refer to P.11 for TiN
Bearing Nut.
Collet, adjust screw (G No.)
and GH Handle are
available as an option.
Please use MDSK J type nut
& cap for the Centre thru
tool coolant. P.16
The Code No. of the GH
Handle is 
SKT6C-P: GH6, 
SKT10C-P: GH10, 
SKT16C-P: GH16, 
SKT20C-P: GH20, 
SKT25C-P: GH25
P class or A type SK collet
is highly recommended to
use. P.10

22

High Speed Slim Chuck SKT-P

(Taper type)

NBT30 -SKT6C -60P 0.7~6.0 19.8 35 19.5 21.7 26~31 SKG6-6HG 40,000 0.7
NBT30 -SKT6C -75P 0.7~6.0 19.8 50 19.5 23.8 26~31 SKG6-6HG 40,000 0.7
NBT30 -SKT6C -90P 0.7~6.0 19.8 65 19.5 25.9 26~31 SKG6-6HG 40,000 0.7
NBT30 -SKT10C -60P 1.75~10.0 22 35 27.5 29.4 35~41 SKG10-10HG 40,000 0.9
NBT30 -SKT10C -75P 1.75~10.0 22 50 27.5 31.5 35~41 SKG10-10HG 40,000 1.0
NBT30 -SKT10C -90P 1.75~10.0 22 65 27.5 33.6 35~41 SKG10-10HG 40,000 1.0
NBT30 -SKT16C -60P 2.75~16.0 27 37 40 41.4 47~52 SKG16-12HGE 30,000 1.1
NBT30 -SKT16C -75P 2.75~16.0 27 52.6 40 43.6 45~52 SKG16-10HG 30,000 1.2
NBT30 -SKT16C -90P 2.75~16.0 27 62.8 40 45 45~57 SKG16-12HG 30,000 1.2
NBT40 -SKT6C -60P 0.7~6.0 19.8 30 19.5 21.0 26~31 SKG 6- 6HG 30,000 1.0
NBT40 -SKT6C -75P 0.7~6.0 19.8 45 19.5 23.1 26~31 SKG 6- 6HG 30,000 1.1
NBT40 -SKT6C -90P 0.7~6.0 19.8 60 19.5 25.2 26~31 SKG 6- 6HG 30,000 1.1
NBT40 -SKT6C -120P 0.7~6.0 19.8 90 19.5 29.4 26~31 SKG 6- 6HG 30,000 1.4
NBT40 -SKT10C -60P 1.75~10.0 22 30 27.5 28.7 35~41 SKG10-10HG 30,000 1.1
NBT40 -SKT10C -75P 1.75~10.0 22 45 27.5 30.8 35~41 SKG10-10HG 30,000 1.2
NBT40 -SKT10C -90P 1.75~10.0 22 60 27.5 32.9 35~41 SKG10-10HG 30,000 1.2
NBT40 -SKT10C -120P 1.75~10.0 22 90 27.5 37.1 35~41 SKG10-10HG 30,000 1.4
NBT40 -SKT10C -150P 1.75~10.0 22 120 27.5 41.3 35~41 SKG10-10HG 30,000 1.6
NBT40 -SKT16C -60P 2.75~16.0 27 30 40 40 45~52 SKG16-10HG 25,000 1.3
NBT40 -SKT16C -75P 2.75~16.0 27 45 40 42.6 45~57 SKG16-12HG 25,000 1.5
NBT40 -SKT16C -90P 2.75~16.0 27 60 40 44.7 45~57 SKG16-12HG 25,000 1.5
NBT40 -SKT16C -120P 2.75~16.0 27 90 40 48.9 45~57 SKG16-12HG 25,000 1.7
NBT40 -SKT16C -150P 2.75~16.0 27 120 40 53.1 45~57 SKG16-12HG 25,000 1.9
NBT40 -SKT20C -60P 3.5~20.0 28.5 30 48.5 48.5 57~63 SKG20-16HG 25,000 1.3
NBT40 -SKT20C -75P 3.5~20.0 28.5 45 48.5 50.9 47~63 SKG20-18HG 25,000 1.4
NBT40 -SKT20C -90P 3.5~20.0 28.5 60 48.5 53.0 47~63 SKG20-18HG 25,000 1.6
NBT40 -SKT20C -120P 3.5~20.0 28.5 92 48.5 57.4 47~63 SKG20-18HG 25,000 2.0
NBT40 -SKT25C -75P 7.5~25.4 31 47 55 57.3 60~65 SKG25-18HGE 20,000 1.7
NBT40 -SKT25C -90P 7.5~25.4 31 62.6 55 59.5 60~65 SKG25-18HGD 20,000 1.8
NBT50 -SKT6C -105P 0.7~6.0 19.8 62 19.5 25.5 26~31 SKG6-6HG 20,000 3.8
NBT50 -SKT6C -135P 0.7~6.0 19.8 92 19.5 29.6 26~31 SKG6-6HG 20,000 3.9
NBT50 -SKT6C -165P 0.7~6.0 19.8 122 19.5 33.8 26~31 SKG6-6HG 20,000 4.0
NBT50 -SK10TC -105P 1.75~10.0 22 62 27.5 33.1 35~41 SKG10-10HG 20,000 4.2
NBT50 -SK10TC -135P 1.75~10.0 22 92 27.5 37.3 35~41 SKG10-10HG 20,000 4.4
NBT50 -SK10TC -165P 1.75~10.0 22 122 27.5 41.5 35~41 SKG10-10HG 20,000 4.6
NBT50 -SKT16C -105P 2.75~16.0 27 62 40 44.9 45~57 SKG16-12HG 20,000 4.7
NBT50 -SKT16C -135P 2.75~16.0 27 92 40 49.1 45~57 SKG16-12HG 20,000 4.9
NBT50 -SKT16C -165P 2.75~16.0 27 122 40 53.3 45~57 SKG16-12HG 20,000 5.1
NBT50 -SKT20C -105P 3.5~20.0 28.5 62 48.5 53.2 47~63 SKG20-18HG 20,000 4.3
NBT50 -SKT20C -135P 3.5~20.0 28.5 92 48.5 57.4 47~63 SKG20-18HG 20,000 4.6
NBT50 -SKT20C -165P 3.5~20.0 28.5 122 48.5 61.6 47~63 SKG20-18HG 20,000 5.0
NBT50 -SKT25C -105P 7.5~25.4 31 62 55 59.4 60~70 SKG25-24HG 15,000 5.2
NBT50 -SKT25C -135P 7.5~25.4 31 92 55 63.6 60~70 SKG25-24HG 15,000 5.4
NBT50 -SKT25C -165P 7.5~25.4 31 122 55 67.8 60~70 SKG25-24HG 15,000 5.6

Taper Size Length D ℓ ℓ1 C C1 H G No. Max. 
min-1

Weight
(kg)

G No. (Option)

L
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Fig 1

Max. 40,000min-1 & G2.5

Centre
Through
MAX. 7MPa

tooling (NBT) can be used as the double face contact tooling on the M／C
where spindle is BT double face contact system.
tooling can also be used on the M／C with BT standard spindle.

Part Number



Notes: When SK J type nut is used,
the total chuck length will
be extended by 6mm.
Please refer to P.11 for TiN
Bearing Nut.
Collet, adjust screw (G No.)
and GH Handle are
available as an option.
Please use MDSK J type nut
& cap for the Centre thru
tool coolant. P.16
The Code No. of the GH
Handle is 
SK6C-P: GH6, 
SK10C-P: GH10, 
SK16C-P: GH16, 
SK20C-P: GH20, 
SK25C-P: GH25
P class or A type SK collet
is highly recommended to
use. P.10
Code No. marked * are not
centre thru coolant type.
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NBT30 SK6C 60P 0.7~6.0 33 33 19.5 19.5 26~31 SKG6-6HG 40,000 0.7
NBT30 SK6C 90P 0.7~6.0 56 65 19.5 32 26~31 SKG6-6HG 40,000 0.7
NBT30 SK10C 45P 1.75~10.0 22 22 27.5 27.5 33~41 SKG10-10HG 40,000 0.8
NBT30 SK10C 60P 1.75~10.0 35 35 27.5 27.5 33~41 SKG10-10HG 40,000 0.9
NBT30 SK10C 75P 1.75~10.0 50 50 27.5 27.5 33~41 SKG10-10HG 40,000 1.0
NBT30 SK10C 90P 1.75~10.0 65 65 27.5 27.5 33~41 SKG10-10HG 40,000 1.0
NBT30 SK16C 60P 2.75~16.0 37 37 40 40 47~52 SKG16-12HGE 30,000 1.1
NBT30 SK16C 75P 2.75~16.0 52 52 40 40 45~52 SKG16-10HG 30,000 1.2
NBT30 SK16C 90P 2.75~16.0 67 67 40 40 45~57 SKG16-12HG 30,000 1.2
NBT30 SK20 60P* 3.5~20.0 37 37 48.5 48.5 65~70 SKG-12S 30,000 0.7
NBT30 SK20C 75P 3.5~20.0 52 52 48.5 48.5 50~55 SKG20-12HGE 30,000 0.9
NBT30 SK20C 90P 3.5~20.0 67 67 48.5 48.5 47~63 SKG20-12HG 30,000 1.2
NBT30 SK25 90P* 7.5~25.4 67 67 55 55 55~75 SKG-12 30,000 1.5
NBT40 SK6C 60P 0.7~6.0 30 30 19.5 19.5 26~31 SKG6-6HG 30,000 1.0
NBT40 SK6C 90P 0.7~6.0 51 60 19.5 32 26~31 SKG6-6HG 30,000 1.1
NBT40 SK6C 120P 0.7~6.0 60 90 19.5 32 26~31 SKG6-6HG 30,000 1.4
NBT40 SK10C 60P 1.75~10.0 32 32 27.5 27.5 33~41 SKG10-10HG 30,000 1.1
NBT40 SK10C 75P 1.75~10.0 45 45 27.5 27.5 33~41 SKG10-10HG 30,000 1.2
NBT40 SK10C 90P 1.75~10.0 48 60 27.5 40 33~41 SKG10-10HG 30,000 1.2
NBT40 SK10C 120P 1.75~10.0 73 90 27.5 40 33~41 SKG10-10HG 30,000 1.4
NBT40 SK10C 150P 1.75~10.0 73 118 27.5 34.5 33~41 SKG10-10HG 30,000 1.6
NBT40 SK16C 60P 2.75~16.0 32 32 40 40 45~52 SKG16-10HG 25,000 1.3
NBT40 SK16C 75P 2.75~16.0 43 43 40 40 45~57 SKG16-12HG 25,000 1.5
NBT40 SK16C 90P 2.75~16.0 58 58 40 40 45~57 SKG16-12HG 25,000 1.5
NBT40 SK16C 120P 2.75~16.0 88 88 40 40 45~57 SKG16-12HG 25,000 1.7
NBT40 SK16C 150P 2.75~16.0 118 118 40 40 45~57 SKG16-12HG 25,000 1.9
NBT40 SK20C 60P 3.5~20.0 32 32 48.5 48.5 57~63 SKG20-16HG 25,000 1.3
NBT40 SK20C 75P 3.5~20.0 45 45 48.5 48.5 47~63 SKG20-18HG 25,000 1.4
NBT40 SK20C 90P 3.5~20.0 60 60 48.5 48.5 47~63 SKG20-18HG 25,000 1.6
NBT40 SK20C 120P 3.5~20.0 90 90 48.5 48.5 47~63 SKG20-18HG 25,000 2.0
NBT40 SK25C 75P 7.5~25.4 47 47 55 55 60~65 SKG25-18HGE 20,000 1.7
NBT40 SK25C 90P 7.5~25.4 61 61 55 55 60~65 SKG25-18HGD 20,000 1.8
NBT40 SK25C 120P 7.5~25.4 91 91 55 55 60~70 SKG25-24HG 20,000 2.0
NBT50 SK6C 105P 0.7~6.0 55 64 19.5 32 26~31 SKG6-6HG 20,000 3.8
NBT50 SK6C 135P 0.7~6.0 60 92 19.5 32 26~31 SKG6-6HG 20,000 3.9
NBT50 SK6C 165P 0.7~6.0 60 114 19.5 32 26~31 SKG6-6HG 20,000 4.0
NBT50 SK10C 105P 1.75~10.0 57 57 27.5 27.5 33~41 SKG10-10HG 20,000 4.2
NBT50 SK10C 135P 1.75~10.0 70 92 27.5 32 33~41 SKG10-10HG 20,000 4.4
NBT50 SK10C 165P 1.75~10.0 75 114 27.5 32 33~41 SKG10-10HG 20,000 4.6
NBT50 SK16C 105P 2.75~16.0 62 62 40 40 47~57 SKG16-12HG 20,000 4.7
NBT50 SK16C 135P 2.75~16.0 92 92 40 40 45~57 SKG16-12HG 20,000 4.9
NBT50 SK16C 165P 2.75~16.0 90 122 40 50 45~57 SKG16-12HG 20,000 5.1
NBT50 SK20C 105P 3.5~20.0 62 62 48.5 48.5 47~63 SKG20-18HG 20,000 4.3
NBT50 SK20C 135P 3.5~20.0 92 92 48.5 48.5 47~63 SKG20-18HG 20,000 4.6
NBT50 SK20C 165P 3.5~20.0 122 122 48.5 48.5 47~63 SKG20-18HG 20,000 5.0
NBT50 SK25C 105P 7.5~25.4 62 62 55 55 60~70 SKG25-24HG 15,000 5.2
NBT50 SK25C 135P 7.5~25.4 92 92 55 55 60~70 SKG25-24HG 15,000 5.4
NBT50 SK25C 165P 7.5~25.4 122 122 55 55 60~70 SKG25-24HG 15,000 5.6

High Speed Slim Chuck SK-P

(Straight type)

Taper Size Length D ℓ ℓ1 C C1 H G No. Max. 
min-1

Weight
(kg)

L

φC1

φD

φC

φC

H

G No. (Option)

SK Collet

ℓ1
ℓ

Fig 1

Max. 40,000min-1 & G2.5
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Centre
Through
MAX. 7MPa
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NIT Slim Chuck SK

Notes: When SK J type nut is used, the total chuck length will be extended by 6mm.
Dimension for NIT40-SK16C-60 marked *1, H=45〜52 SKG16-10HG

NIT40-SK25C-90 marked *2, H=60〜65 SKG25-18HG
Collet, adjust screw (G No.) and SKL spanner are available as an option.
SK6 (C=Ø18) :SKL-6, SK6 (C=Ø19.5) :SKL-6W, SK10:SKL-10, 
SK16:9HC16, SK20:9HC22, SK25:9HC22.
Please refer to P.10 for SK collet and please refer to P.16 for J type nut.
Please add “F” for the flange thru tool coolant type.
E.g: NIT40-SK  6F-  90,120          NIT50-SK  6F-105,16

Dampening effect + 
Jet spray coolant supply = 
Over 3 times extended Tool life
(for HSS and Carbide drills)

10,000min-1

H
G No.（Option）

SK ColletφC1

φD φC

L

ℓ
ℓ1

Fig 1

NIT40 SK6C 60, 90, 120, 150 0.7~6.0 26~31 38, 48, 62, 60 –, –, 82, 112 19.5 –, –, 32, 25 SKG6-6HG 1.0, 1.1, 1.2, 1.4
NIT40 SK10C 60, 90, 120, 150, 180 1.75~10.0 33~41 40, 50, 60, 73, 73 –, –, 82, 112, 144 27.5 –, –, 32, 33.5, 39 SKG10-10HG 1.1, 1.2, 1.4, 1.6, 1.6
NIT40 SK16C 60*1, 90, 120, 150, 180 2.75~16.0 45~57*1 40, 54, 84, 114, 144 – 40 – SKG16-12HG*1 1.4, 1.5, 1.7, 2.0, 2.0
NIT40 SK20C 90, 120 4.0~20.0 47~63 70, 100 – 48.5 – SKG20-18HG 1.7, 1.9
NIT40 SK25C 90*2, 120 16.0~25.4 60~70*2 70, 100 – 55 – SKG25-24HG*2 1.8, 2.0
NIT50 SK6C 105, 135, 165, 200 0.7~6.0 26~31 60, 62, 62, 60 –, 93, 117, 154 19.5 –, 32, 32, 30 SKG6-6HG 3.7, 3.9, 4.1, 4.3
NIT50 SK10C 105, 135, 165, 200 1.75~10.0 33~41 65, 70, 75, 75 –, 95, 125, 154 27.5 –, 32, 32, 36 SKG10-10HG 4.2, 4.4, 4.6, 5.0
NIT50 SK16C 105, 135, 165, 200 2.75~16.0 45~57 65, 95, 90, 90 –, –, 125, 160 40 –, –, 50, 50 SKG16-12HG 4.7, 4.9, 5.1, 5.5
NIT50 SK20C 105, 135, 165 4.0~20.0 47~63 65, 95, 125 86, 116, 146 48.5 70.9 SKG20-18HG 4.8, 5.1, 5.4
NIT50 SK25C 105, 135, 165, 200 16.0~25.4 60~70 65, 95, 125, 160 – 55 – SKG25-24HG 4.8, 5.2, 5.6, 6.0

Taper Size Length D H ℓ ℓ1 C C1 G No. Weight (kg)

High precision.
High speed.

Powerful gripping.

Centre
Through
MAX. 7MPa

Part Number
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HSK High Speed Slim Chuck SK
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Notes: Please add “-J” at the end of code No. for the chuck with SK J type nut. (Cap is not included, please order
separately) e.g. HSK63A-SK10C-105P-J
When SK J type nut is used, the total chuck length will be extended by 6mm.
Nut, adjust screw and collet extractor are supplied as standard.
Please refer to P.10 for SK collet and please refer to P.16 for J type nut.
Collet, adjust screw (G No.) and GH Handle are available as an option. The Code No. of the GH Handle is 
SK6C-P:GH6, SK10C-P:GH10, SK16C-P: GH16, SK20C-P:GH20, SK25C-P:GH25
All Slim Chucks are High Pressure centre thru Coolant type (MAX. 7MPa). 
SK6C：Ø4〜Ø6, SK10C：Ø6〜Ø10, SK16C：Ø10〜Ø16, SK25C：Ø16〜Ø25
Slim Chucks marked *2 and *3 can be used for the centre thru coolant type with J type nut.
No adjust screw is applied for the Slim Chucks marked *3.
The “H1” is the MAX. dimension without the adjust screw.           is C type.

HSK40A SK6 60P*3 0.7~6.0 40 40 37 – 19.5 – – 40,000 0.28 1
HSK40A SK10 75P*2 1.75~10.0 29~36 43 52 – 27.5 – SKG-6L 40,000 0.4 1
HSK40A SK16 80P*3 2.75~16.0 60 60 59 – 40 – – 30,000 0.6 1
HSK50A SK6 60P*3 0.7~6.0 37 37 31 – 19.5 – – 30,000 0.4 1
HSK50A SK6C 80P 0.7~6.0 26~31 46 51 – 19.5 – SKG6-6HG 30,000 0.5 1
HSK50A SK10 60P*3 1.75~10.0 35 35 33 – 27.5 – – 30,000 0.5 1
HSK50A SK10 90P*3 1.75~10.0 35~41 65 63 – 27.5 – SKG-12S 30,000 0.6 1
HSK50A SK16 80P*3 2.75~16.0 52 52 53 – 40 – – 25,000 0.6 1
HSK50A SK16 105P*2 2.75~16.0 50~58 65 78 – 40 – SKG-6L-25L 25,000 0.9 1
HSK63A SK6 60P*3 0.7~6.0 38 38 31 – 19.5 – - 30,000 0.7 1
HSK63A SK6C 100P 0.7~6.0 26~31 46 62 71 19.5 32 SKG6-6HG 30,000 0.9 2
HSK63A SK6C 120P 0.7~6.0 26~31 46 62 91 19.5 32 SKG6-6HG 30,000 1.0 2
HSK63A SK10 60P*3 1.75~10.0 35 35 31 – 27.5 – - 30,000 0.7 1
HSK63A SK10C 105P 1.75~10.0 33~41 58 74 – 27.5 – SKG10-10HG 30,000 1.1 1
HSK63A SK10C 120P 1.75~10.0 33~41 58 60 91 27.5 32 SKG10-10HG 30,000 1.3 2
HSK63A SK1 80P*3 2.75~16.0 52 52 51 – 40 – - 25,000 1.1 1
HSK63A SK16 105P*2 2.75~16.0 50~58 65 76 – 40 – SKG-8 25,000 1.3 1
HSK63A SK16C 120P 2.75~16.0 45~52 77 91 – 40 – SKG16-10HG 25,000 1.6 1
HSK63A SK20 90P*3 3.5~20.0 59 59 63 – 48.5 – - 25,000 1.4 1
HSK63A SK20 105P*2 3.5~20.0 50~57 64 78 – 48.5 – SKG-8 25,000 1.6 1
HSK63A SK20C 120P 3.5~20.0 50~55 74 93 – 48.5 – SKG20-12MFHG 25,000 1.8 1
HSK63A SK20C 135P 3.5~20.0 50~55 74 108 – 48.5 – SKG20-12MFHG 25,000 2.0 1
HSK63A SK25 90P*3 7.5~25.4 63 63 61 – 55 – – 20,000 1.6 1
HSK63A SK25C 135P 7.5~25.4 60~65 91 108 – 55 – SKG25-18HGE 20,000 1.9 1

HSK100A SK6C 105P 0.7~6.0 26~31 46 62 71 19.5 40 SKG6-6HG 20,000 1.2 2
HSK100A SK10C 105P 1.75~10.0 33~41 58 57 71 27.5 40 SKG10-10HG 20,000 2.6 2
HSK100A SK10C 120P 1.75~10.0 33~41 58 74 86 27.5 40 SKG10-10HG 20,000 2.9 2
HSK100A SK10C 150P 1.75~10.0 33~41 58 80 116 27.5 40 SKG10-10HG 20,000 3.2 2
HSK100A SK16 105P*2 2.75~16.0 45~60 63 71 – 40 – SKG-12-30L 20,000 2.7 1
HSK100A SK16C 120P 2.75~16.0 45~52 77 86 – 40 – SKG16-10HG 20,000 3.2 1
HSK100A SK16C 150P 2.75~16.0 45~52 84 90 116 40 50 SKG16-12HG 20,000 3.5 2
HSK100A SK20C 120P 3.5~20.0 50~55 74 86 – 48.5 – SKG20-12MFHG 20,000 3.1 1
HSK100A SK20C 150P 3.5~20.0 47~63 82 116 – 48.5 – SKG20-12HG 20,000 3.5 1
HSK100A SK20C 200P 3.5~20.0 47~63 82 166 – 48.5 – SKG20-18HG 20,000 4.2 1
HSK100A SK25 120P*2 7.5~25.4 55~75 76 86 – 55 – SKG-12-30L 15,000 3.4 1
HSK100A SK25C 145P 7.5~25.4 60~65 91 111 – 55 – SKG25-18HGE 15,000 4.8 1

Taper Size Length ØD H H1 ℓ1 ℓ2 C C1 G No. Max.
Min-1

Weight
(kg)

Fig.
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HSK Slim Chuck SK

HSK40A -SK6 -60*3 0.7~6.0 40 40 37 – 19.5 – – 0.28 1
HSK40A -SK6 -80 0.7~6.0 26~31 46 57 – 19.5 – SKG6-6HG 0.32 1
HSK40A -SK10 -60*3 1.75~10.0 40 40 39 – 27.5 – – 0.35 1
HSK40A -SK10 -75*2 1.75~10.0 29~36 43 52 – 27.5 – SKG-6L 0.4 1
HSK40A -SK10 -100 1.75~10.0 33~41 58 77 – 27.5 – SKG10-10HG 0.5 1
HSK40A -SK16 -80*2 2.75~16.0 60 60 59 – 40 – – 0.6 1
HSK40A -SK16 -120 2.75~16.0 45~52 77 99 – 40 – SKG16-10HG 0.9 1
HSK50A -SK6 -60*3 0.7~6.0 37 37 31 – 19.5 – – 0.4 1
HSK50A -SK6C -80 0.7~6.0 26~31 46 51 – 19.5 – SKG6-6HG 0.5 1
HSK50A -SK10 -60*3 1.75~10.0 35 35 33 – 27.5 – – 0.5 1
HSK50A -SK10 -90*2 1.75~10.0 35~41 65 63 – 27.5 – SKG-12S 0.6 1
HSK50A -SK10C -105 1.75~10.0 35~41 58 76 – 27.5 – SKG10-10HG 0.7 1
HSK50A -SK16 -80*3 2.75~16.0 52 52 53 – 40 – – 0.6 1
HSK50A -SK16 -105*2 2.75~16.0 50~58 65 78 – 40 – SKG-6L-25L 0.9 1
HSK50A -SK16C -120 2.75~16.0 45~52 77 93 – 40 – SKG16-10HG 1.1 1
HSK63A -SK6 -60 0.7~6.0 38 38 31 – 19.5 – – 0.7 1
HSK63A -SK6C -100 0.7~6.0 26~31 46 62 71 19.5 32 SKG6-6HG 0.9 2
HSK63A -SK6C -120 0.7~6.0 26~31 46 62 91 19.5 32 SKG6-6HG 1.0 2
HSK63A -SK6C -150 0.7~6.0 26~31 46 60 121 19.5 25 SKG6-6HG 1.2 2
HSK63A -SK10 -60*3 1.75~10.0 35 35 31 – 27.5 – – 0.7 1
HSK63A -SK10C -105 1.75~10.0 33~41 58 74 – 27.5 – SKG10-10HG 1.1 1
HSK63A -SK10C -120 1.75~10.0 33~41 58 60 91 27.5 32 SKG10-10HG 1.3 2
HSK63A -SK10C -135 1.75~10.0 33~41 58 75 106 27.5 40 SKG10-10HG 1.5 2
HSK63A -SK10C -150 1.75~10.0 33~41 58 73 121 27.5 34.5 SKG10-10HG 1.7 2
HSK63A -SK16 -80*3 2.75~16.0 52 52 51 – 40 – – 1.1 1
HSK63A -SK16 -105*2 2.75~16.0 50~58 65 76 – 40 – SKG-8 1.3 1
HSK63A -SK16C -120 2.75~16.0 45~52 77 91 – 40 – SKG16-10HG 1.6 1
HSK63A -SK16C -150 2.75~16.0 45~57 84 121 – 40 – SKG16-12HG 1.7 1
HSK63A -SK20 -90 3.5~20.0 59 59 63 – 48.5 – – 1.4 1
HSK63A -SK20 -105 3.5~20.0 50~57 64 78 – 48.5 – SKG-8 1.6 1
HSK63A -SK20C -120 3.5~20.0 50~55 74 93 – 48.5 – SKG20-12MFHG 1.8 1
HSK63A -SK20C -135 3.5~20.0 50~55 74 108 – 48.5 – SKG20-12MFHG 2.0 1
HSK63A -SK25 -90*3 7.5~25.4 63 63 61 – 55 – – 1.6 1
HSK63A -SK25C -135 7.5~25.4 60~65 91 108 – 55 – SKG25-18HGE 1.9 1

HSK100A -SK6C -105 0.7~6.0 26~31 46 62 71 19.5 40 SKG6-6HG 1.2 2
HSK100A -SK10C -105 1.75~10.0 33~41 58 57 71 27.5 40 SKG10-10HG 2.6 1
HSK100A -SK10C -120 1.75~10.0 33~41 58 74 86 27.5 40 SKG10-10HG 2.9 1
HSK100A -SK10C -150 1.75~10.0 33~41 58 80 116 27.5 40 SKG10-10HG 3.2 1
HSK100A -SK10C -200*1 1.75~10.0 33~41 58 75 166 27.5 39 SKG10-10HG 3.5 1
HSK100A -SK16 -105*2 2.75~16.0 45~60 63 71 – 40 – SKG-12-30L 2.7 1
HSK100A -SK16C -120 2.75~16.0 45~52 77 86 – 40 – SKG16-10HG 3.2 1
HSK100A -SK16C -150 2.75~16.0 45~52 84 90 116 40 50 SKG16-12HG 3.5 2
HSK100A -SK16C -200*1 2.75~16.0 45~52 84 90 166 40 55 SKG16-12HG 3.8 2
HSK100A -SK20C -120 3.5~20.0 50~55 74 86 – 48.5 – SKG20-12MFHG 3.1 1
HSK100A -SK20C -150 3.5~20.0 47~63 82 116 – 48.5 – SKG20-12HG 3.5 1
HSK100A -SK20C -200 3.5~20.0 47~63 82 166 – 48.5 – SKG20-18HG 4.2 1
HSK100A -SK25 -120 16.0~25.4 55~75 76 86 – 55 – SKG-12-30L 3.4 2
HSK100A -SK25C -145 16.0~25.4 60~65 91 111 – 55 – SKG25-18HGE 4.8 2

Taper Size Length Dℓ H H1 ℓ1 ℓ2 C C1 G No. Weight
(kg)

Fig.

Fig 1 Fig 2 Fig 3

High precision. High speed.
Power of TiN Bearing Nut.

Photo: 
High Speed HSK Slim Chuck

Notes:
Please add “-J” at the end of code No.
for the chuck with SK J type nut. (Cap is
not included, please order separately)
e.g. HSK63A-SK10C-105P-J
When SK J type nut is used, the total
chuck length will be extended by 6mm.
Collet, adjust screw (G No.) and spanner
are available as an option. Please refer
P.10 for SK collet and please refer
P.16 for J type nut.
The Code No. of the spanner is SK6C
(C=18): SKL-6, SK6C (C=19.5): SKL-6W,
SK10C:SKL-10, SK16C:9HC16,
SK20C:9HC22, SK25C:9HC25
H1 means MAX.H without an adjust
screw. No adjust screw is applied for the
Slim Chucks marked *3.
All Slim Chucks are High Pressure
centre thru C   oolant type (MAX. 7MPa).
SK6C: 4~6, SK10C: 6~10, SK16C: 10~16,
SK25C: 16~25
Slim Chucks marked *2 and *3 can be
used for the centre thru coolant type
with J type nut. 

is C type. HSK40A-SK16C-120,
HSK50A-SK6C-80, HSK63A-SK25C-135

Centre
Through
MAX. 7MPa
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HSK-E, F Slim Chuck SK
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Taper Size Length ØD H H1 ℓ1 ℓ2 C C1 G No. Max.
Min-1

Weight
(kg)

Notes: Please add “-J” at the end of code No. for the chuck with SK J
type nut. (Cap is not included, please order separately) 
e.g. HSK63E-SK10C-105P-J
When SK J type nut is used, the total chuck length will be
extended by 6mm.
Nut, adjust screw and collet extractor are supplied as standard.
Please refer to P.10 for SK collet and please refer to P.16 for J
type nut.
Collet, adjust screw (G No.) and GH Handle are available as an
option.
The Code No. of the GH Handle is SK6C-P: GH6, SK10C-P:
GH10, SK16C-P: GH16, SK20C-P: GH20, SK25C-P: GH25
All Slim Chucks are High Pressure centre thru Coolant type
(MAX. 7MPa). SK6C: Ø4~Ø6, SK10C: Ø6~Ø10, SK16C: Ø10~Ø16,
SK25C: Ø16~Ø25
Slim Chucks marked *2 and *3 can be used for the centre thru
coolant type with J type nut.
No adjust screw is applied for the Slim Chucks marked *3.
H1 means MAX.H without an adjust screw.

is C type.  HSK63F-SK10C-105P

27

HSK25E SK6 45P*3 0.7~6.0 30.5 30.5 35 – 19.5 – – 50,000 0.1
HSK25E SK10 55P*3 1.75~10.0 41 41 45 – 27.5 – – 50,000 0.18
HSK32E SK6 50P*3 0.7~6.0 32 32 29 – 19.5 – – 50,000 0.17
HSK32E SK10 60P*3/75P*2 1.75~10.0 44, 29~36 44, 43 41, 54 – 27.5 – –, SKG-6L 50,000 0.26, 0.30
HSK40E SK6 60P*3 0.7~6.0 40 40 37 – 19.5 – – 40,000 0.28
HSK40E SK10 60P*3/75P*2 1.75~10.0 40, 29~36 40, 43 39, 54 – 27.5 – –, SKG-6L 40,000 0.4, 0.5
HSK40E SK16 80P*3 2.75~16.0 59 59 59 – 40 – – 30,000 0.6
HSK50E SK6 60P*3 0.7~6.0 40 40 33 – 19.5 – – 30,000 0.5
HSK50E SK6C 80P 0.7~6.0 26~31 46 51 – 19.5 – SKG6-6HG 30,000 0.6
HSK50E SK10 60P*3 1.75~10.0 35 35 33 – 27.5 – – 30,000 0.5
HSK50E SK10C 105P 1.75~10.0 33~41 58 76 – 27.5 – SKG10-10HG 30,000 0.7
HSK50E SK16 80P*3 2.75~16.0 52 52 53 – 40 – – 25,000 0.6
HSK50E SK16C 120P 2.75~16.0 45~52 77 93 – 40 – SKG16-10HG 25,000 1.1
HSK63E SK6C 100P/120P 0.7~6.0 26~31 46 62, 62 71, 91 19.5 32, 32 SKG6-6HG 30,000 0.9, 1.0
HSK63E SK10C 105P/120P/150P 1.75~10.0 33~41 58 60, 75, 73 106, 121 27.5 32, 40, 34.5 SKG10-10HG 30,000 1.3, 1.5, 1.7
HSK63E SK16C 120P/150P 2.75~16.0 45~52 77 91, 121 – 40 – SKG16-10HG 25,000 1.7, 1.8
HSK63E SK20C 120P/135P 3.5~20.0 50~55 74 93, 108 – 48.5 – SKG20-12MFHG 25,000 1.8, 2.0
HSK63E SK25C 135P 7.5~25.4 60~65 91 108 – 55 – SKG25-18HGE 20,000 1.9
HSK63F SK10 90P*3 1.75~10.0 35~45 – 59 – 27.5 – SKG-12S 30,000 0.6
HSK63F SK10C 105P 1.75~10.0 33~41 58 74 – 27.5 – SKG10-10HG 30,000 1.3
HSK63F SK16 90P*3 2.75~16.0 67 67 61 – 40 – – 30,000 1.2
HSK63F SK16 105P*2 2.75~16.0 50~58 83 76 – 40 – SKG-18S 30,000 1.7
HSK63F SK16C 120P 2.75~16.0 45~52 77 91 – 40 – SKG16-10HG 30,000 1.8
HSK63F SK20C 120P 3.5~20.0 50~55 74 93 – 48.5 – SKG20-12MFHG 25,000 1.8
HSK63F SK25 90P*3 7.5~25.4 67 67 61 – 55 – – 20,000 1.6

Part Number
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