A/ ANNIVERSARY TYPE VC HOLDER

With TiN Bearing Nut
MAX. 40,000min-1 & G2.5
Run-Out Accuracy : Within 3um at 4D

G No. (Option)
~—H

| !
Ve \\Jﬂl o]
l— g —]
High Speed i
TAPER Code No. D L | e | ei|c|ci| H (gp't\ilgh) V\éi'g)ht MAX.min |  Collet
BT30-VC 6- 45 45 23 27.5 0.5
-60 |20~ 60] 60 | 23 | 35 [27.5|31.7|35~45|VCG 6- 8A| 0.6
- 90 90 65 33.4 0.8
No.30 -VC13- 60 60 37 4.1 0.7 | 40,000
- 90 |30~120| 90 | 29 | 67 | 40 |41.3|50~60  VCG13-15A| 0.9
-120 120 97 42.4 1.2
BT40-VC 6- 60 60 30 30.0 1.1
-90 |20~ 6.0| 90 | 23 | 60 |27.5|327 |35~45|VCG 6- 8A| 1.3
-120 120 90 36.9 1.5
No.40 -VC13- 60 60 31 40.3 12 | 80,000
- 90 [30~120] 90 | 29 60 | 40 | 44.3 | 50~60 | VCG13-15A | 1.5
-120 120 90 485 1.9
BT50-VC 6-105 105 62 33.0 3.9
-135 | 2.0~ 6.0 1385 | 23 | 92 |27.5[37.1 | 35~45|VCG 6- 8A | 4.1
-165 165 122 413 4.4
No.50 -VC13-105 105 62 44.6 41 | 20,000
-135 [3.0~120[ 135 | 29 | 92 | 40 | 48.8 | 50~60 | VCG13-15A | 4.5
-165 165 122 53.0 4.9

*TiN Bearing Nut is supplied as standard.

*Collet, adjust screw (G No.) and GH Handle are available as an option. The Code No. of the GH Handle is VC6: GH10, VC13: GH16
*Please add “-RP” at the end of Code No. for Rust Proof Treatment VC Holder. e.g:BT40-VC13-60-RP

*Please use VC J type Nut & Cap for Centre Through Coolant. When VC J type Nut is used, the total holder length will be extended to 6mm.
*BT40-VC 6-150, BT40-VC13-150, BT50-VC13- 90, -120 are available as semi-standard.

*When the axial stopper is required, please use Adjust Screw (G No.)

*All series are for High Speed Rotation.

Explanation of the Code No.

BT40 |- -
Nominal Gauge Length

Chucking Capacity
Symbol of VC Holder

—®Shank No.

VCK Collet VCK Collet Code No.

VCK 6-2, 3,(3.175),4,5,6

= Y I
0 - VCK13-3,(3.175),4,5,6,7,8,9, 10, 11, 12

* The acceptable shank tolerance of VCK collet is hs.
*Inch series is also available.
VCK 6-1/8, 3/16, 1/4 VCK13-1/8, 3/16, 1/4, 5/16, 3/8, 7/16, 1/2
*VCK6-3.175 is same as VCK6-1/8.
*VCK13-3.175 is same as VCK13-1/8.

B Easy, safe and reliable handling with GH Handle

The nut has no notches for high speed rotation and GH
Handle can tighten the nut with half of the tightening

H Jet coolant splash with J type Nut.
J type Nut Code No. Cap & Wrench Code No.

VC 6 . VCN- 6BJ
VC13 : VCN-13BJ

VC 6 type Cap, Wrench:SKJ10-[], SKJL-10
VC13 type Cap, Wrench:SKJ16-[], SKJL-16
The caps and wrench of SK10 type and
SK16 type can be used for VC6 type and
VC13 type respectively.

Cap with triangular grooves
The jet coolant pressure creates
a tornado effect.

Cap with O-ring
For oil hole cutting tool

torque of the conventional C type spanner, thus,
substantial improvement for quality of safety, reliability
and operational efficiency will be obtained. reliability and
operational efficiency will be obtained.

Changeable Lever
GH Handle Code No.

VC 6:GH10
VC13:GH16

S

_—

Torque adjustable GH Handle

>

Tightening Loosening
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A/ \T ANNIVERSARY TYPE VC HOLDER

G No. (Option)

\ N, With TiN Bearing Nut -
,\ MAX.30,000min-! & G2.5 i W:m_'_:EjD'#(j ¢Cl1 gc2
" \ “ Run-Out Accuracy : 3um at 4D \\ £
“ 75 .
TR 1 —
vVC \§\‘9 L
G No. Weight | MAX.
TAPER Code No. D L | 2 L1 | C | C1 | C2 H | (Option) (kg) |(min1) Collet
ITA0X-VC 6- 60 60 23 275 1.1
- 90 20~60 | 90 | 23 | 519 | 275 | 315 35~45 | VCG 6-8A 1.3
-120 120 819 35.7 15
No.40 -VC13- 60 60 2 100 | 47 12| 20000
- 90 | 30~120 | 90 | 29 70 40 447 50~60 | VCG13-15A 15
-120 120 100 ' 19
IT50X-VC 6-105 105 64.9 334 3.9
-135 20~60 | 135 | 23 | 949 | 275 | 376 35~45 | VCG 6-8A 41
-165 165 124.9 418 4.4
No.50 VC13-105 105 64.9 150 101 27| 20000
-135 | 3.0~120 | 135 | 29 | 949 40 | 492 50~60 | VCG13-15A 45
-165 165 124.9 534 49
* TiN Bearing Nut is supp_lied as standard. )
*When the axial stopper is required, please use Adjust Screw (G No.) VCK co"et VCK Collet Code No.

*Please add “-RP” at the end of Code No. for Rust Proof Treatment VC Holder.
e.g. IT40X-VC13-60-RP

*Please use VC J type Nut & Cap for Centre Through Coolant.
When VC J type Nut is used, the total holder length will be extended to 6mm.

*1T40X-VC6-150, IT40X-VC13-150, IT50X-VC13-90, -120 are available as semi-standard.

* Collet, adjust screw (G No.) and GH Handle are available as an option. 1=~ P.30
*All series are for High Speed Rotation.

———\_\‘ij

VCK 6-2, 3,(3.175),4,5,6

VCK13-3,(3.175), 4, 5,6, 7, 8,9, 10, 11, 12

*The acceptable shank tolerance of VCK collet is hs.
*Inch series is also available.
VCK13-1/8, 3/16, 1/4, 5/16, 3/8, 7/16, 1/2
*VCK6-3.175 is same as VCK6-1/8.

*VCK13-3.175 is same as VCK13-1/8.

VCK 6-1/8, 3/16, 1/4

A/ \IT MAJOR DREAM HOLDER

Difference of the swarfs

With Jet Coolant Splash

With Air Blow

ﬁ
2

$C1

Please use Jet Coolant Splash for better swarf generation. =" P.43

‘ B ‘ ¢D¢CJ¢CZ
Lo
l—— | o——
L

fe—

TAPER Code No. D L ||| clc | c|H V‘(i'g ht | Collet
NIT40N-MDSK10- 60 60 19.0 27.5 86 1.1
- 75 | 3.0~10.0 75 18.0 | 33.0 | 275 | 296 101 1.3 SK10-JA
- 90 90 48.0 31.7 116 15
No.40 -MDSK16- 65 65 24.0 400 | 54 [ 9 1.2
- 75 | 3.0~16.0 75 230 | 33.0 | 400 | 414 101 15 SK16-]A
- 90 90 48.0 435 116 19
-MDSK20- 75 | 4.0~20.0 75 252 | 412 | 480 | 51.3 101 19 SK20-[]A
NIT50 -MDSK10- 90 90 27.0 28.8 144 42
-105 | 3.0~10.0 | 105 | 182 | 420 | 275 | 30.9 159 43 SK10-[JA
-120 120 57.0 33.0 174 44
N0 50 -MDSK16- 90 90 27.1 40.6 87 144 3.9
o -105 | 3.0~16.0 | 105 | 23.0 | 421 | 400 | 42.7 159 41 SK16-]A
-120 120 571 44 8 174 49
-MDSK20-105 | 4.0~20.0 | 105 | 252 | 423 | 480 | 51.4 159 49 SK20-[]A
-MDSK25-105 | 8.0~254 | 105 27 423 | 55.0 | 57.2 159 49 SK25-[]A

*Please use A type SK collet that is available as an option for end milling operation. IZ5~ P.39

*Please refer 175 P.43 for Jet coolant J type nut and cap.

% GH Handle is available as an option. 175~ P.30 Please order with the Code No. GH10:MDSK10, GH16:MDSK16, GH20:MDSK20, GH25:MDSK25.
*Please add “P” at the end of Code No. for high speed holder, e.g. NIT40N-MDSK10-60P.

% ¢C2 of NIT40N is larger than the dimension of the IT40 standard.




A Lo MET MINI-MINI CHUCK . e bestchusktor

JAPAN PAT.
P g Clamp/unclamp
w=—"" " just with a wrench
L
30,000min-! & G2.5 R e
Gripping from Front Nose = |
Run-Out Accuracy : 3um at 4D ﬁ V4

44.5% #D
s&_ e !
TR 4D

* MMC12: 4 52.4

MMC

High Speed [m tooling (MBT) can be used as the friple contact tooling on the M/C where spindle is BT double face contact system.]

PAT.
TAPER Code No. ChUCKZ‘%Ra”ge 6Dr | L L L. Collet '(\fn'?r‘\)f) Weight (kg)
MBT40-MMC 4- 90| 1~ 4 15 30 43 (MPK 4) 1.2
No.40 -120 120 | 43 | 72 30,000 | 15
-MMC12- 90| 0 | 35 | 4 17
-120 =2 X 120 60 74 18
MBT50-MMC 4-105| 1~ 4 15 105 30 43 (MPK 4 38
-MMC 8-105 36 42 44
-135| 2~ 8 20 | 13 1 72 45
No.50 -165 165 102 20000 | 48
-MMC12-105 105 35 44 4.6
-135 4~12 30 135 60 74 47
-165 165 70 104 48
*Wrench is supplied as standard. Explanation of the Code No.
AP s05"C 0 s o o oo a5, MBTAAMCBC-50 T ——
*Please add “F" for the flange through tool coolant type ; MBT40-MMC 8F- 90,120 MBT50-MMC 8F-105,120 Chucking Capacity
-MMC12F- 90,120 -MMC12F-105,120 Symbol of Mini Mini Chuck

——eShank No.

SLOEI MBT VC HOLDER

MAX.30,000min! & G2.5
Run-Out Accuracy : 3um at 4D G No. (Option)
|

£1
L
Centre Through ‘ \
MAX. 7MPa

High Speed [m tooling (MBT) can be used as the triple contact tooling on the M/C where spindle is BT double face contact system.] PAT

1
|
I
%I
JJ
-
~— O
-
& —

-
o

e g |

G No. [Weight| MAX.

TAPER Code No. D L 2 21 C C1 H (Option) | (kg) | (min") Collet
MBT40-VC 6- 60 60 30 30.0 1.1
- 90| 20~60 | 90 | 23 | 60 |27.5|32.7 | 35~45 | VCG 6- 8A| 1.3
-120 120 90 36.9 1.5
No.40 -VC13- 60 60 31 40.3 12 | 30000
- 90 [3.0~120| 90 | 29 | 60 | 40 |44.3|50~60 | VCG13-15A| 1.5
-120 120 90 48.5 1.9
MBT50-VC 6-105 105 62 33.0 3.9
135 | 20~6.0 | 135 | 23 | 92 |27.5[37.1 | 35~45| VCG 6- 8A | 4.1
-165 165 122 41.3 4.4
No.50 -VC13-105 105 62 44.6 a1 | 20000
-135 | 3.0~12.0 | 135 | 29 | 92 | 40 | 48.8 | 50~60 | VCG13-15A| 4.5
-165 165 122 53.0 4.9
*Collet, adjustl screw (G No.)anq GH Handle are ayailable as an option. The Code No. of the GH Handle is VC6: GH10, VC13: GH16 Explanation of the Code No.
:Xnvgii(t)r-]\?g )((ilﬁll ;(t)c,zr;lrl)gfrfor_e\}lq&rgi,spgjaa'\;t;}ll_gg_::«lcél:Zt_ ggte_\;vz(g a'\rlg -a)\vailable as semi-standard. I@l - -
*TiN Bearing Nut is supplied as standard. Nominal Gauge Length

*Please add “-RP" at the end of Code No. for Rust Proof Treatment VC Holder. e.g.MBT40-VC13-60-RP Please refer==" P.30 . .
*Please use VC J type Nut & Cap for Centre Through Coolant. Chucking Capacity
When VC J type Nut is used, the total holder length will be extended to 6mm. Symbol of VC Holder
*Please refer 1Z5~P.34 for VCK collet.

——eShank No.

146




A/ 250E ANNIVERSARY TYPE VC HOLDER

With TiN Bearing Nut
MAX. 40,000min-1 & G2.5 & No. (Option)
Run-Out Accuracy : Within 3um at 4D T e —

— I A
R || Ry

l— 0 —+]
£4

VC

Centre Through X X
MAX. 7MPa RLOGIX tooling (NBT) can be used as the double face contact tooling on

the M,/ C where spindle is BT double face contact system.

High Speed tooling can also be used on the M,/ C with BT standard spindle. PAT.
TAPER |  Code No. D L|e | e clo| H | Sho Ve maxmnt| Collet
NBT30-VC 6- 45 45 23 27.5 0.5
- 60 | 20~ 6.0 | 60 23 35 |275|31.7 | 35~45 | VCG 6- 8A | 0.6
- 90 90 65 33.4 0.8
No.30 -VC13- 60 60 37 411 | LAt
- 90 | 3.0~120 | 90 29 67 40 | 41.3 | 50~60 | VCG13-15A | 0.9
-120 120 97 42.4 1.2
NBT40-VC 6- 60 60 30 30.0 1.1
- 90 |20~ 60 90 | 23 | 60 |27.5[327 | 35~45 | VCG 6- 8A | 1.3
-120 120 90 36.9 1.5
No.40 -VC13- 60 60 31 403 1.2 | 30,000
- 90 | 30~120 90 | 29 [ 60 | 40 [44.3|50~60 | VCG13-15A | 15
-120 120 90 48.5 1.9
NBT50-VC 6-105 105 62 33.0 3.9
-135 | 20~ 6.0 [ 135 | 23 | 92 |27.5[37.1 | 35~45 | VCG 6- 8A | 4.1
-165 165 122 41.3 4.4
No.50 -VC13-105 105 62 44.6 41| 20,000
-135 | 3.0~12.0 [ 135 | 29 | 92 | 40 [48.8 | 50~60 | VCG13-15A | 45
-165 165 122 53.0 4.9
*TiN Bearing Nut is supplied as standard. *When the axial stopper is required, please use Adjust Screw (G No.)
*Collet, Adjust Screw (G No.) and GH Handle are available as an option. *All series are for High Speed Rotation.
*Please add “-RP” at the end of Code No. for Rust Proof Treatment VC Holder. e.g:NBT40-VC13-60-RP ) Explanation of the Code No.
53 BT e o ver. o o o i g O na-ves] g0
Nominal Gauge
Length mm
Chucking Capacity
GH Handle 1= P.30 Symbol of VC Holder

—=eShank No.

VCK Collet VCK Collet Code No.

— — :I:h_"j | N VCK 6-2, 3,(3.175), 4,5, 6
} 0 % VCK13-3,(3.175),4,5,6, 7, 8,9, 10, 11, 12

* The acceptable shank tolerance of VCK collet is hs.
*Inch series is also available.
VCK 6-1/8, 3/16, 1/4 VCK13-1/8, 3/16, 1/4, 5/16, 3/8, 7/16, 1/2
*VCK 6-3.175 is same as VCK 6-1/8.
*VCK13-3.175 is same as VCK13-1/8.
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A/ HsK ANNIVERSARY TYPE VC HOLDER

S &
e "y With TiN Bearing Nut

MAX.40,000min! & G2.5
Run-Out Accuracy : 3um at 4D

G No. (Option)

T
i

Ve e
Centre Through ¥ Plankang
MAX. 7MPa L
High Speed PAT.
G No. Weight| MAX.
TAPER Code No. D L g1 21 |C Ci H (Option) (kg) | min-i Collet
HSK 40A-VC 6- 65, 90 20~60 | 6590 | 23| 4570 |28 336 -3~45 - VGG 6- BA 0406 (VCK 6)
HSK 4[]A -VC13- 90, 120 30~1201 90120 |29 | 70,00 |40 400 - 50~60 - V0G13-15A 0710 40,000 (VCK13)
HSK 5UA HSK 50A-VC 6- 70, 90,120 2.0~6.0 | 7090120 | 23 | 416191 | 28 |33.8328370,| --35~45 --V0G 6- 8A 06,0809 40 000 (VCK 6)
-IC13- 90, 120 30~1201 90120 |29 | 6494 |40 400 - 50~60 - V0G13-154 0912 ' (VCK13)
HSK 63A HSK 63A-VC 6- 70, 90,120 2.0~60 | 7090120 | 23 | 416191 | 28 |33.8,32.8,37.0 |- 35~4535~45 | -VCG 6- 8AVOG 6- 8A | 0.9,1.01.2 30000 (VCK 6)
-VC13- 90, 120 30~1201 90120 | 29| 6192 |40 | 445488 - 50~60 -VCG13-15A 1216 ' (VCK13)
HSK 100A-VC 6- 105, 135, 165 | 2.0~6.0 | 23 | 28 1342384426 3H~45 VGG 6- BA 242629 (VCK 6)
HSK 100A V13- 105. 135, 165 30~120] > 0108 o TV 81 g 601543 - A~ms050  -weaia-tanvearaa | 273136 | 22000 [(Cyckaa)
G No. Weight| MAX.
TAPER Code No. D | L |&| &1 |C| Ci H Optiony | (o) | mini | Collet
HSK 40E-VC 6- 65, 90 20~60 | 6590 | 23| 4570 |28 34 - 30~45 - VGG 6- BA 0507 (VCK 6)
HSK 4UE -VG13- 90, 120 30~1201 90120 |29 | 70,100 |40 400 - 50~60 - V0G13-15A 08,11 40,000 (VCK13)
HSK 5UE HSK 50E-VC 6- 70, 90,120 | 20~6.0 | 7090120 | 23 | 416191 | 28 |33.8,32.8,37.0 |- 35~4535~45 | -VCG 6- 8AVOG 6- 8A | 0.7,09,1.0 40,000 (VCK 6)
-G13- 90, 120 30~1201 90120 |29 | 6494 |40 40.0 - 50~60 - V0G13-154 1013 ' (VCK13)
HSK 63E HSK 63E-VC 6- 70, 90,120 | 20~60 | 7090120 | 23 | 416191 | 28 |33.8,32.8,37.0 |- 35~4535~45 | -VCG 6- 8AVOG 6- 8A | 1.01.1,13 30000 (VCK 6)
-VG13- 90, 120 30~1201 90120 | 29| 6192 |40 | 445488 - 50~60 - V0G13-15A 1317 ' (VCK13)
G No. Weight| MAX.
TAPER Code No. D | L |[£] & |C| Ci H Option) | (k)| min-i | Collet
HSK 63F HSK 63F-VC 6- 65, 90,120 | 2.0~60 | 6590120 | 23 | 37,6191 | 28 |27.530.6,34.8 | - 35~45.35~45 | -VCG 6- 8AVOG 6- BA | 08,0911 30000 (VCK 6)
-VC13- 90,120 30~1201 90120 |44 | 6192 |40 | 445488 - 50~60 - VCG13-15A 1215 ' (VCK13)
* TiN Bearing Nut is supplied as standard.
*When the axial stopper is required, please use Adjust Screw (G No.) . \'/ VCK Collet Code No.

* Collet, adjust screw (G No.) and GH Handle are available as an option. IZ5~ P.30

The Code No. of the GH Handle is VC6: GH10, VC13: GH16

*HSK63A-VC6-150, HSK63A-VC13-150, HSK100A-VC13-90, -120 are available as an option.
*Please use VC J type Nut & Cap IZ5~ P.43 for Centre Through Coolant application.

The Code No. of VC J type Nut is VCN-6BJ, VCN-13BJ.
The Code No. of the Cap is SKJ10-[], SKJ16-]

When VC J type Nut is used, the total holder length will be extended to 6mm.

*All series are for High Speed Rotation.

CK Collet

i VCK 6-2, 3,(3.175), 4, 5,6
- VCK13-3,(3.175), 4, 5, 6, 7, 8,9, 10, 11, 12
———

* The acceptable shank tolerance of VCK collet is hs.
% Inch series is also available.
VCK 6-1/8, 3/16, 1/4 VCK13-1/8, 3/16, 1/4, 5/16, 3/8, 7/16, 1/2

4 HSK MINI-MINI CHUCK

[ Vhy MAX. 30,000min-! & G2.5

Gripping from Front Nose
Run-Out Accuracy within 3um

*VCK6-3.175 is same as VCK6-1/8.

*VCK13-3.175 is same as VCK13-1/8.
Clamp/Unclamp

—  just with a wrench

MMC t4D
Ceﬂxi_-r;‘nﬁggh * : MMC12=¢52.4
High Speed
TAPER Code No. #D L #D1 L1 Collet MAX. (min-!) | Weight (kg)
HSK5UA HSK 50A-MMC 8C-127 2~8 127 20 33 PMK 8 VMK 8 30.000 1.4
-MMC12C-129 4~12 129 30 36 PMK12) VMK12 ; 1.6
HSK63A HSK 63A-MMC 8C-115 2~8 115 20 33 PMK 8 VMK 30,000 1.4
-MMC12C-117 4~12 | 117 30 35 PMK12) VMK1: ’ 1.6
HSK1 DUA HSK100A-MMC 8C-130 2~8 130 20 33 PMK 8 VMK 90,000 2.9
-MMC12C-130 4~12 30 36 PMK12 YMK12) ; 3.1
*Wrench is supplied as standard. *PMK, VMK collet is available as an option. [Z&~P.32
TAPER Code No. #D L D1 L1 Collet MAX. (min-1) | Weight (kg)
HSK50E HSK 50E-MMC 8C-127 2~8 127 20 33 PMK 8 UMK 8 30,000 1.4
-MMC12C-129 4~12 129 30 36 PMK12) VMK12 ' 1.6
HSK63E HSK 63E-MMC 8C-115 2~8 115 20 33 PMK 8 VMK 30,000 1.4
-MMC12C-117 4~12 117 30 36 PMK12 VMK1 ’ 1.6
TAPER Code No. #D L D1 L1 Collet MAX. (min-1) | Weight (kg)
H3K53F HSK 63F-MMC 8C-127 2~8 127 20 33 PMK 8 VMK 8 30,000 1.4
-MMC12C-129 4~12 129 30 36 PMK12) VMK12 J 1.6
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